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Final plat must be recorded by the Project Expiration Date, if applicable, Subsequent Site
Plans which do not comply with the Code current at the time of filing, and all required
Building Permit and/or a notice of construction (if a building permit is not required), must
also be approved prior to the Project Expiration Date.
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A.  CITY OF AUSTIN GENERAL CONSTRUCTION NOTES: 1. ALL RESPONSIBILITY FOR THE ADEQUACY OF THESE PLANS REMAINS ALL RESPONSIBILITY FOR THE ADEQUACY OF THESE PLANS REMAINS WITH THE ENGINEER WHO PREPARED THEM. IN REVIEWING THESE PLANS, THE CITY OF AUSTIN MUST RELY ON THE ADEQUACY OF THE WORK OF THE DESIGN ENGINEER.  2. CONTRACTOR SHALL CALL THE ONE CALL CENTER (472-2822) FOR CONTRACTOR SHALL CALL THE ONE CALL CENTER (472-2822) FOR UTILITY LOCATIONS PRIOR TO ANY WORK IN CITY EASEMENTS OR STREET RIGHT-OF-WAY. 3. CONTRACTOR SHALL NOTIFY THE CONSTRUCTION INSPECTION DIVISION CONTRACTOR SHALL NOTIFY THE CONSTRUCTION INSPECTION DIVISION OF THE CITY'S ONE STOP SHOP (OSS) AT 974-6360 OR 974-7034 AT LEAST 24 HOURS PRIOR TO THE INSTALLATION OF ANY DRAINAGE FACILITY WITHIN A DRAINAGE EASEMENT OR STREET RIGHT-OF-WAY THE METHOD OF PLACEMENT AND COMPACTION OF BACKFILL IN THE CITY'S RIGHT-OF-WAY MUST BE APPROVED PRIOR TO THE START OF BACKFILL OPERATIONS.  4. FOR SLOPES OR TRENCHES GREATER THAN FIVE FEET IN DEPTH: FOR SLOPES OR TRENCHES GREATER THAN FIVE FEET IN DEPTH: "ALL CONSTRUCTION OPERATIONS SHALL BE ACCOMPLISHED IN           ACCORDANCE WITH APPLICABLE REGULATIONS OF THE U.S.           OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION." (OSHA           STANDARDS MAY BE PURCHASED FROM THE GOVERNMENT PRINTING OFFICE; INFORMATION AND RELATED REFERENCE MATERIALS MAY BE PURCHASED FROM OSHA, 611 EAST 6TH STREET, AUSTIN TEXAS.)  5. ALL SITE WORK MUST ALSO COMPLY WITH ENVIRONMENTAL           ALL SITE WORK MUST ALSO COMPLY WITH ENVIRONMENTAL           REQUIREMENTS. 6. UPON COMPLETION OF THE PROPOSED SITE IMPROVEMENTS AND UPON COMPLETION OF THE PROPOSED SITE IMPROVEMENTS AND PRIOR TO THE FOLLOWING, THE ENGINEER SHALL CERTIFY IN WRITING THAT THE PROPOSED DRAINAGE, FILTRATION AND DETENTION FACILITIES WERE CONSTRUCTED IN CONFORMANCE WITH THE APPROVED PLANS.: RELEASE OF THE CERTIFICATE OF OCCUPANCY BY THE DEVELOPMENT SERVICES DEPARTMENT (INSIDE THE CITY LIMITS).  7. ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH CITY OF AUSTIN ALL CONSTRUCTION SHALL BE IN ACCORDANCE WITH CITY OF AUSTIN STANDARD SPECIFICATIONS.  8. DESIGN PROCEDURES ARE IN ACCORDANCE WITH THE APPLICABLE           DESIGN PROCEDURES ARE IN ACCORDANCE WITH THE APPLICABLE           PORTIONS OF THE CITY OF AUSTIN DRAINAGE CRITERIA MANUAL EXCEPT AS OTHERWISE NOTED. 9. PROJECT BENCHMARKS INCLUDING DESCRIPTIONS, ELEVATIONS AND           PROJECT BENCHMARKS INCLUDING DESCRIPTIONS, ELEVATIONS AND           LOCATIONS SHALL BE DETERMINED BY THE CONTRACTOR.  10. PRIOR TO BEGINNING CONSTRUCTION, THE OWNER OR HIS PRIOR TO BEGINNING CONSTRUCTION, THE OWNER OR HIS AUTHORIZED REPRESENTATIVE SHALL CONVENE A PRECONSTRUCTION CONFERENCE BETWEEN THE CITY OF AUSTIN, CONSULTING ENGINEER, CONTRACTOR, COUNTY ENGINEER (IF APPROPRIATE), AND ANY OTHER  AFFECTED PARTIES.  NOTIFY TRANSPORTATION AND PUBLIC SERVICE DEPARTMENT, CONSTRUCTION INSPECTION DIVISION, 974-7180.  11. THE CONTRACTOR SHALL GIVE THE CITY A MINIMUM OF 48 HOURS THE CONTRACTOR SHALL GIVE THE CITY A MINIMUM OF 48 HOURS NOTICE BEFORE BEGINNING EACH PHASE OF CONSTRUCTION, CALL           CONSTRUCTION INSPECTION DIVISION, 974-7180.  12. IF BLASTING IS PLANNED BY THE CONTRACTOR, A BLASTING PERMIT IF BLASTING IS PLANNED BY THE CONTRACTOR, A BLASTING PERMIT MUST BE SECURED PRIOR TO COMMENCEMENT OF ANY BLASTING.  13. ANY EXISTING PAVEMENT, CURBS, AND/OR SIDEWALKS DAMAGED OR ANY EXISTING PAVEMENT, CURBS, AND/OR SIDEWALKS DAMAGED OR REMOVED WILL BE REPAIRED BY THE CONTRACTOR AT HIS EXPENSE BEFORE ACCEPTANCE OF THE SITE PLAN. 14. THE LOCATION OF ANY WATER AND/OR WASTEWATER LINES SHOWN THE LOCATION OF ANY WATER AND/OR WASTEWATER LINES SHOWN ON THE PLANS MUST BE VERIFIED BY THE WATER AND WASTEWATER DEPARTMENT.  15. USE ONE CALL UTILITY SYSTEM: DIAL 1-800-344-8377, 48 HOURS USE ONE CALL UTILITY SYSTEM: DIAL 1-800-344-8377, 48 HOURS BEFORE YOU DIG.  16. ALL STORM SEWER PIPES TO BE CLASS III RCP UNLESS NOTED ALL STORM SEWER PIPES TO BE CLASS III RCP UNLESS NOTED OTHERWISE.  17. SEE ARCHITECTURAL PLANS FOR ALL AREAS WITHIN 5 FEET OF SEE ARCHITECTURAL PLANS FOR ALL AREAS WITHIN 5 FEET OF PROPOSED BUILDING.  18. THE OWNER OF THE PROPERTY IS RESPONSIBLE FOR MAINTAINING           THE OWNER OF THE PROPERTY IS RESPONSIBLE FOR MAINTAINING           CLEARANCES REQUIRED BY THE NATIONAL ELECTRIC SAFETY CODE,           OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION (OSHA)           REGULATIONS, CITY OF AUSTIN RULES AND REGULATIONS AND TEXAS STATE LAWS PERTAINING TO CLEARANCES WHEN WORKING IN CLOSE PROXIMITY TO OVERHEAD POWER LINES AND EQUIPMENT.  AUSTIN ENERGY WILL NOT RENDER ELECTRIC SERVICE UNLESS REQUIRED CLEARANCES ARE MAINTAINED.  ALL COSTS INCURRED BECAUSE OF FAILURE TO COMPLY WITH THE REQUIRED CLEARANCES WILL BE CHARGED TO THE OWNER. 19. ALL ACTIVITIES WITHIN THE CEF BUFFER MUST COMPLY WITH THE ALL ACTIVITIES WITHIN THE CEF BUFFER MUST COMPLY WITH THE CITY OF AUSTIN LAND DEVELOPMENT CODE. THE NATURAL VEGETATIVE COVER MUST BE RETAINED TO THE MAXIMUM EXTENT PRACTICABLE; CONSTRUCTION IS PROHIBITED; AND WASTEWATER DISPOSAL OR IRRIGATION IS PROHIBITED. 20. ALL EXISTING SIDEWALKS SHALL BE RECONSTRUCTED TO CITY OF ALL EXISTING SIDEWALKS SHALL BE RECONSTRUCTED TO CITY OF AUSTIN STANDARDS IN ACCORDANCE WITH THE LAND DEVELOPMENT CODE AND TRANSPORTATION CRITERIA MANUAL. B.   ORDINANCE REQUIREMENTS NOTES: 1. ALL IMPROVEMENTS SHALL BE MADE IN ACCORDANCE WITH THE ALL IMPROVEMENTS SHALL BE MADE IN ACCORDANCE WITH THE RELEASED SITE PLAN. ANY ADDITIONAL IMPROVEMENTS WILL REQUIRE A SITE PLAN AMENDMENT AND APPROVAL FROM THE DEVELOPMENT SERVICES DEPARTMENT. 2. APPROVAL OF THIS SITE PLAN DOES NOT INCLUDE BUILDING CODE APPROVAL OF THIS SITE PLAN DOES NOT INCLUDE BUILDING CODE APPROVAL; FIRE CODE APPROVAL; OR BUILDING, DEMOLITION, OR RELOCATION PERMITS APPROVAL. A CITY DEMOLITION OR RELOCATION PERMIT CAN ONLY BE ISSUED ONCE THE HISTORIC REVIEW PROCESS IS COMPLETED. 3. ALL SIGNS MUST COMPLY WITH THE REQUIREMENTS OF THE LAND ALL SIGNS MUST COMPLY WITH THE REQUIREMENTS OF THE LAND DEVELOPMENT CODE. 4. THE OWNER IS RESPONSIBLE FOR ALL COSTS OF RELOCATION OF, OR THE OWNER IS RESPONSIBLE FOR ALL COSTS OF RELOCATION OF, OR DAMAGE TO, UTILITIES. 5. ADDITIONAL ELECTRIC EASEMENTS MAY BE REQUIRED AT A LATER ADDITIONAL ELECTRIC EASEMENTS MAY BE REQUIRED AT A LATER DATE. 6. A DEVELOPMENT PERMIT MUST BE ISSUED PRIOR TO AN APPLICATION A DEVELOPMENT PERMIT MUST BE ISSUED PRIOR TO AN APPLICATION FOR BUILDING PERMIT FOR NON-CONSOLIDATED OR COMMISSION APPROVED SITE PLANS. 7. WATER AND WASTEWATER SERVICE WILL BE PROVIDED BY THE CITY WATER AND WASTEWATER SERVICE WILL BE PROVIDED BY THE CITY OF AUSTIN. 8. FOR CONSTRUCTION WITHIN THE RIGHT-OF-WAY, A RIGHT-OF-WAY FOR CONSTRUCTION WITHIN THE RIGHT-OF-WAY, A RIGHT-OF-WAY EXCAVATION PERMIT IS REQUIRED. 9. ALL EXISTING STRUCTURES SHOWN TO BE REMOVED WILL REQUIRE A ALL EXISTING STRUCTURES SHOWN TO BE REMOVED WILL REQUIRE A DEMOLITION PERMIT FROM THE CITY OF AUSTIN DEVELOPMENT SERVICES DEPT. C.   AMERICANS WITH DISABILITIES ACT NOTE: 1. THE CITY OF AUSTIN HAS REVIEWED THIS PLAN FOR COMPLIANCE THE CITY OF AUSTIN HAS REVIEWED THIS PLAN FOR COMPLIANCE WITH CITY DEVELOPMENT REGULATIONS ONLY.  THE APPLICANT, PROPERTY OWNER, AND OCCUPANT OF THE PREMISES ARE RESPONSIBLE FOR DETERMINING WHETHER THE PLAN COMPLIES WITH ALL OTHER LAWS, REGULATIONS, AND RESTRICTIONS WHICH MAY BE APPLICABLE TO THE PROPERTY AND ITS USE. D.   SEQUENCE OF CONSTRUCTION NOTES:  1. TEMPORARY EROSION AND SEDIMENTATION CONTROLS ARE TO BE TEMPORARY EROSION AND SEDIMENTATION CONTROLS ARE TO BE INSTALLED AS INDICATED ON THE APPROVED SITE PLAN AND IN ACCORDANCE WITH THE STORMWATER POLLUTION PREVENTION PLAN (SWPPP) THAT IS REQUIRED TO BE POSTED ON THE SITE. INSTALL TREE PROTECTION AND INITIATE TREE MITIGATION MEASURES. 2. THE ENVIRONMENTAL PROJECT MANAGER OR SITE SUPERVISOR MUST THE ENVIRONMENTAL PROJECT MANAGER OR SITE SUPERVISOR MUST CONTACT THE WATERSHED PROTECTION DEPARTMENT, ENVIRONMENTAL INSPECTION, AT 512-974-2278, 72 HOURS PRIOR TO THE SCHEDULED DATE OF THE REQUIRED ON-SITE PRECONSTRUCTION MEETING. 3. HOLD PRECONSTRUCTION CONFERENCE. HOLD PRECONSTRUCTION CONFERENCE. 4. ROUGH GRADE THE POND AT 100% PROPOSED CAPACITY. EITHER ROUGH GRADE THE POND AT 100% PROPOSED CAPACITY. EITHER THE PERMANENT OUTLET STRUCTURE OR A TEMPORARY OUTLET MUST BE CONSTRUCTED PRIOR TO DEVELOPMENT OF EMBANKMENT OR EXCAVATION THAT LEADS TO PONDING CONDITIONS. THE OUTLET SYSTEM MUST CONSIST OF A SUMP PIT OUTLET AND AN EMERGENCY SPILLWAY MEETING THE REQUIREMENTS OF THE DRAINAGE CRITERIA MANUAL AND/OR THE ENVIRONMENTAL CRITERIA MANUAL, AS REQUIRED. THE OUTLET SYSTEM SHALL BE PROTECTED FROM EROSION AND SHALL BE MAINTAINED THROUGHOUT THE COURSE OF CONSTRUCTION.  5. EVALUATE EROSION CONTROL INSTALLATION AND REVIEW EVALUATE EROSION CONTROL INSTALLATION AND REVIEW CONSTRUCTION SCHEDULE WITH THE EROSION CONTROL PLAN. 6. BEGIN SITE CLEARING/CONSTRUCTION (OR DEMOLITION) ACTIVITIES. BEGIN SITE CLEARING/CONSTRUCTION (OR DEMOLITION) ACTIVITIES. 7. ROUGH GRADE SITE. ROUGH GRADE SITE. 8. INSPECT AND MAINTAIN CONTROLS WEEKLY AND PRIOR TO INSPECT AND MAINTAIN CONTROLS WEEKLY AND PRIOR TO ANTICIPATED RAINFALL EVENTS, AND AFTER RAINFALL EVENTS. IF DISTURBED AREA IS NOT TO BE WORKED ON FOR MORE THAN 14 DAYS, DISTURBED AREAS NEED TO BE STABILIZED BY REVEGETATION, MULCH, TARP OR REVEGETATION MATTING. 9. INSTALL ALL UTILITIES, INCLUDING DRAINAGE SYSTEM. INSTALL ALL UTILITIES, INCLUDING DRAINAGE SYSTEM. 10. ENVIRONMENTAL SITE MANAGER SCHEDULES A MID-CONSTRUCTION ENVIRONMENTAL SITE MANAGER SCHEDULES A MID-CONSTRUCTION CONFERENCE TO COORDINATE CHANGES IN THE CONSTRUCTION SCHEDULE AND EVALUATE EFFECTIVENESS OF THE EROSION CONTROL PLAN AFTER POSSIBLE CONSTRUCTION ALTERATIONS TO THE SITE. PARTICIPANTS SHALL BE THE CITY INSPECTOR, PROJECT ENGINEER, GENERAL CONTRACTOR AND THE ENVIRONMENTAL SITE MANAGER. IDENTIFY ANTICIPATED COMPLETION DATE AND COORDINATE FINAL CONSTRUCTION SEQUENCE AND INSPECTION SCHEDULE WITH ENVIRONMENTAL INSPECTOR. 11. FINAL GRADE DRIVEWAY AREAS TO SUBGRADE. FINAL GRADE DRIVEWAY AREAS TO SUBGRADE. 12. INSURE THAT ALL UNDERGROUND UTILITY CROSSINGS ARE INSURE THAT ALL UNDERGROUND UTILITY CROSSINGS ARE COMPLETED. 13. LAY FIRST COURSE BASE MATERIALS. LAY FIRST COURSE BASE MATERIALS. 14. INSTALL CURB AND CONCRETE DRIVEWAYS. INSTALL CURB AND CONCRETE DRIVEWAYS. 15. LAY FINAL BASE COURSE ON ALL PAVEMENT AREAS. LAY FINAL BASE COURSE ON ALL PAVEMENT AREAS. 16. COMPLETE ALL UNDERGROUND INSTALLATION. COMPLETE ALL UNDERGROUND INSTALLATION. 17. CONSTRUCT BUILDINGS INCLUDING WATER QUALITY/DETENTION CONSTRUCT BUILDINGS INCLUDING WATER QUALITY/DETENTION PONDS. 18. COMPLETE CONSTRUCTION AND START REVEGETATION OF THE SITE COMPLETE CONSTRUCTION AND START REVEGETATION OF THE SITE AND INSTALLATION OF LANDSCAPING. 19. UPON COMPLETION OF THE SITE CONSTRUCTION AND REVEGETATION UPON COMPLETION OF THE SITE CONSTRUCTION AND REVEGETATION OF A PROJECT SITE, THE DESIGN ENGINEER SHALL SUBMIT AN ENGINEER'S LETTER OF CONCURRENCE TO THE WATERSHED PROTECTION AND DEVELOPMENT REVIEW DEPARTMENT INDICATING THAT CONSTRUCTION, INCLUDING REVEGETATION, IS COMPLETE AND IN SUBSTANTIAL CONFORMITY WITH THE APPROVED PLANS. AFTER RECEIVING THIS LETTER, A FINAL INSPECTION WILL BE SCHEDULED BY THE APPROPRIATE CITY INSPECTOR. 20. AFTER A FINAL INSPECTION HAS BEEN CONDUCTED BY THE CITY AFTER A FINAL INSPECTION HAS BEEN CONDUCTED BY THE CITY INSPECTOR AND WITH THE APPROVAL FROM THE CITY INSPECTOR, REMOVE THE TEMPORARY EROSION AND SEDIMENTATION CONTROLS AND COMPLETE ANY NECESSARY FINAL REVEGETATION RESULTING FROM REMOVAL OF THE CONTROLS. CONDUCT ANY MAINTENANCE AND REHABILITATION OF THE WATER QUALITY PONDS OR CONTROLS. E.   FIRE DEPARTMENT NOTES: 1. THE AUSTIN FIRE DEPARTMENT REQUIRES ASPHALT OR CONCRETE           THE AUSTIN FIRE DEPARTMENT REQUIRES ASPHALT OR CONCRETE           PAVEMENT PRIOR TO THE START OF COMBUSTIBLE CONSTRUCTION AS AN "ALL-WEATHER DRIVING SURFACE."  2. FIRE HYDRANTS MUST BE INSTALLED WITH THE CENTER OF THE FIRE HYDRANTS MUST BE INSTALLED WITH THE CENTER OF THE FOUR-INCH OPENING AT LEAST 18 INCHES ABOVE FINISHED GRADE. THE FOUR-INCH OPENING MUST FACE THE DRIVEWAY OR STREET WITH THREE (3) TO SIX (6) FEET SETBACKS FROM THE CURBLINE(S). NO OBSTRUCTION IS ALLOWED WITHIN THREE FEET OF ANY FIRE HYDRANT AND THE FOUR-INCH OPENING MUST BE TOTALLY UNOBSTRUCTED FROM THE STREET.  3. TIMING OF INSTALLATIONS: WHEN FIRE PROTECTION FACILITIES ARE TIMING OF INSTALLATIONS: WHEN FIRE PROTECTION FACILITIES ARE INSTALLED BY THE CONTRACTOR, SUCH FACILITIES SHALL INCLUDE SURFACE ACCESS ROADS WHICH SHALL BE INSTALLED AND MADE SERVICEABLE PRIOR TO AND DURING THE TIME OF CONSTRUCTION. WHERE ALTERNATIVE METHODS OF PROTECTION, AS APPROVED BY THE FIRE CHIEF, ARE PROVIDED, THE ABOVE MAY BE MODIFIED OR WAIVED. 4. ALL EMERGENCY ACCESS ROADWAYS AND FIRE LANES, INCLUDING ALL EMERGENCY ACCESS ROADWAYS AND FIRE LANES, INCLUDING PERVIOUS/DECORATIVE PAVING, SHALL BE ENGINEERED AND INSTALLED AS REQUIRED TO SUPPORT THE AXLE LOADS OF EMERGENCY VEHICLES. A LOAD CAPACITY SUFFICIENT TO MEET THE REQUIREMENTS FOR HS-20 LOADING (16 KIPS/WHEEL) AND A TOTAL VEHICLE LIVE LOAD OF 80,000 POUNDS IS CONSIDERED COMPLIANT WITH THIS REQUIREMENT.  5. COMMERCIAL DUMPSTERS AND CONTAINERS WITH AN INDIVIDUAL           COMMERCIAL DUMPSTERS AND CONTAINERS WITH AN INDIVIDUAL           CAPACITY OF 1.5 CUBIC YARDS OR GREATER SHALL NOT BE STORED OR PLACED WITHIN TEN FEET OF OPENINGS, COMBUSTIBLE WALLS, OR COMBUSTIBLE EAVE LINES.  6. FIRE LANES DESIGNATED ON SITE PLAN SHALL BE REGISTERED WITH           FIRE LANES DESIGNATED ON SITE PLAN SHALL BE REGISTERED WITH           CITY OF AUSTIN FIRE MARSHAL'S OFFICE AND INSPECTED FOR FINAL           APPROVAL.  7. VERTICAL CLEARANCE REQUIRED FOR FIRE APPARATUS IS 14 FEET VERTICAL CLEARANCE REQUIRED FOR FIRE APPARATUS IS 14 FEET FOR FULL WIDTH OF ACCESS DRIVE. F.   AUSTIN ENERGY UTILITY NOTES: 1. AUSTIN ENERGY HAS THE RIGHT TO PRUNE AND/OR REMOVE TREES, AUSTIN ENERGY HAS THE RIGHT TO PRUNE AND/OR REMOVE TREES, SHRUBBERY AND OTHER OBSTRUCTIONS TO THE EXTENT NECESSARY  TO KEEP THE EASEMENTS CLEAR.  AUSTIN ENERGY WILL PERFORM ALL TREE WORK IN COMPLIANCE WITH CHAPTER 25-8, SUBCHAPTER B, OF THE CITY OF AUSTIN LAND DEVELOPMENT CODE.  2. THE OWNER/DEVELOPER OF THIS SUBDIVISION/LOT SHALL PROVIDE THE OWNER/DEVELOPER OF THIS SUBDIVISION/LOT SHALL PROVIDE AUSTIN ENERGY WITH ANY EASEMENT AND/OR ACCESS REQUIRED, IN ADDITION TO THOSE INDICATED, FOR THE INSTALLATION AND ONGOING  MAINTENANCE OF OVERHEAD AND UNDERGROUND ELECTRIC FACILITIES.  THESE EASEMENTS AND/OR ACCESS ARE REQUIRED TO PROVIDE ELECTRIC SERVICE TO THE BUILDING AND WILL NOT BE LOCATED SO AS TO CAUSE THE SITE TO BE OUT OF COMPLIANCE WITH CHAPTER 25-8 OF THE CITY OF AUSTIN LAND DEVELOPMENT CODE.  3. THE OWNER SHALL BE RESPONSIBLE FOR INSTALLATION OF THE OWNER SHALL BE RESPONSIBLE FOR INSTALLATION OF TEMPORARY EROSION CONTROL, REVEGETATION AND TREE PROTECTION.  IN ADDITION, THE OWNER SHALL BE RESPONSIBLE FOR ANY INITIAL TREE PRUNING AND TREE REMOVAL THAT IS WITHIN TEN FEET OF THE CENTER LINE OF THE PROPOSED OVERHEAD ELECTRICAL FACILITIES DESIGNED TO PROVIDE ELECTRIC SERVICE TO THIS PROJECT.  THE OWNER SHALL INCLUDE AUSTIN ENERGY'S WORK WITHIN THE LIMITS OF CONSTRUCTION FOR THIS PROJECT. 4. THE OWNER OF THE PROPERTY IS RESPONSIBLE FOR MAINTAINING THE OWNER OF THE PROPERTY IS RESPONSIBLE FOR MAINTAINING CLEARANCES REQUIRED BY THE NATIONAL ELECTRIC SAFETY CODE, OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION (OSHA) REGULATIONS, CITY OF AUSTIN RULES AND REGULATIONS AND TEXAS STATE LAWS PERTAINING TO CLEARANCES WHEN WORKING IN CLOSE PROXIMITY TO OVERHEAD POWER LINES AND EQUIPMENT.           AUSTIN ENERGY WILL NOT RENDER ELECTRIC SERVICE UNLESS REQUIRED CLEARANCES ARE MAINTAINED.  ALL COSTS INCURRED BECAUSE OF FAILURE TO COMPLY WITH THE REQUIRED CLEARANCES WILL BE CHARGED TO THE OWNER.  5. ANY RELOCATION OF ELECTRIC FACILITIES SHALL BE AT OWNER'S ANY RELOCATION OF ELECTRIC FACILITIES SHALL BE AT OWNER'S EXPENSE. G. EXHIBIT 482.301B TRAVIS COUNTY STANDARD CONSTRUCTION NOTES EXHIBIT 482.301B TRAVIS COUNTY STANDARD CONSTRUCTION NOTES FOR SITE DEVELOPMENT PLAN SHEETS FOR SITE DEVELOPMENTS MUST INCLUDE THE FOLLOWING CONSTRUCTION NOTES: 1. EACH DRIVEWAY MUST BE CONSTRUCTED IN ACCORDANCE WITH EACH DRIVEWAY MUST BE CONSTRUCTED IN ACCORDANCE WITH TRAVIS COUNTY CODE SECTION 482.302(G), AND EACH DRAINAGE STRUCTURE OR SYSTEM MUST BE CONSTRUCTED IN ACCORDANCE WITH THE CITY OF AUSTIN DRAINAGE CRITERIA MANUAL, UNLESS OTHER DESIGN CRITERIA ARE APPROVED BY TRAVIS COUNTY. 2. BEFORE BEGINNING ANY CONSTRUCTION, THE OWNER MUST OBTAIN A BEFORE BEGINNING ANY CONSTRUCTION, THE OWNER MUST OBTAIN A TRAVIS COUNTY DEVELOPMENT PERMIT AND POST THE DEVELOPMENT PERMIT, THE TCEQ SITE NOTICE, AND ANY OTHER REQUIRED PERMITS AT THE JOB SITE. 3. CONSTRUCTION MAY NOT TAKE PLACE WITHIN TRAVIS COUNTY CONSTRUCTION MAY NOT TAKE PLACE WITHIN TRAVIS COUNTY RIGHT-OF-WAY UNTIL AFTER THE OWNER HAS SUBMITTED A TRAFFIC CONTROL PLAN TO TRAVIS COUNTY AND OBTAINED WRITTEN APPROVAL OF THE TRAFFIC CONTROL PLAN FROM TRAVIS COUNTY. 4. THE CONTRACTOR AND PRIMARY OPERATOR SHALL FOLLOW THE THE CONTRACTOR AND PRIMARY OPERATOR SHALL FOLLOW THE SEQUENCE OF CONSTRUCTION AND THE SWP3 IN THESE APPROVED PLANS. THE CONTRACTOR AND PRIMARY OPERATOR SHALL REQUEST TRAVIS COUNTY INSPECTION AT SPECIFIC MILESTONES IN THE SEQUENCE OF THE CONSTRUCTION OF THE SITE DEVELOPMENT CORRESPONDING TO THE PRIORITY INSPECTIONS SPECIFIED IN CONSTRUCTION SEQUENCING NOTES IN THESE APPROVED DEVELOPMENT OUTSIDE THE LIMITS OF CONSTRUCTION SPECIFIED IN THE APPROVED PERMIT AND CONSTRUCTION PLANS IS PROHIBITED. 5. BEFORE BEGINNING ANY CONSTRUCTION, ALL STORM WATER BEFORE BEGINNING ANY CONSTRUCTION, ALL STORM WATER POLLUTION PREVENTION PLAN (SWP3) REQUIREMENTS SHALL BE MET, AND THE FIRST PHASE OF THE TEMPORARY EROSION CONTROL (ESC) PLAN INSTALLED WITH A SWP3 INSPECTION REPORT UPLOADED TO MYPERMITNOW.ORG. ALL SWP3 AND ESC PLAN MEASURES AND PRIMARY OPERATOR SWP3 INSPECTIONS MUST BE PERFORMED BY THE PRIMARY OPERATOR IN ACCORDANCE WITH THE APPROVED PLANS AND SWP3 AND ESC PLAN NOTES THROUGHOUT THE CONSTRUCTION PROCESS. 6. BEFORE STARTING CONSTRUCTION, THE OWNER OR CONTRACTOR OR BEFORE STARTING CONSTRUCTION, THE OWNER OR CONTRACTOR OR THEIR DESIGNATED REPRESENTATIVES SHALL SUBMIT A REQUEST VIA THE MYPERMITNOW.ORG CUSTOMER PORTAL FOR TRAVIS COUNTY TO REQUEST AND SCHEDULE A MANDATORY PRECONSTRUCTION CONFERENCE AND ESC INSPECTION. IF FURTHER ASSISTANCE IS NEEDED, THE TNR PLANNING AND ENGINEERING DIVISION STAFF OR TNR STORM WATER MANAGEMENT PROGRAM STAFF CAN BE CONTACTED BY TELEPHONE AT 512-854-9383. 7. THE CONTRACTOR SHALL KEEP TRAVIS COUNTY TNR ASSIGNED THE CONTRACTOR SHALL KEEP TRAVIS COUNTY TNR ASSIGNED INSPECTION STAFF CURRENT ON THE STATUS OF SITE DEVELOPMENT AND UTILITY CONSTRUCTION. THE CONTRACTOR SHALL NOTIFY TRAVIS COUNTY AND REQUEST PRIORITY INSPECTIONS THROUGH THE MYPERMITNOW.ORG CUSTOMER PORTAL FOR TRAVIS COUNTY IN ACCORDANCE WITH THE SPECIFIC MILESTONES IN THE CONSTRUCTION  THE SPECIFIC MILESTONES IN THE CONSTRUCTION THE SPECIFIC MILESTONES IN THE CONSTRUCTION SEQUENCING NOTES IN THESE APPROVED PLANS. 8. CONTOUR DATA SOURCE:PELOTON LAND SOLUTIONS CONTOUR DATA SOURCE:PELOTON LAND SOLUTIONS 9. FILL MATERIAL MUST BE MANAGED AND DISPOSED OF IN FILL MATERIAL MUST BE MANAGED AND DISPOSED OF IN ACCORDANCE WITH ALL REQUIREMENTS SPECIFIED IN THE APPROVED PLANS, SWP3, AND THE TRAVIS COUNTY CODE. THE CONTRACTOR SHALL STOCKPILE FILL AND CONSTRUCTION MATERIALS ONLY IN THE AREAS DESIGNATED ON THE APPROVED PLANS AND NOT WITHIN THE 0.2 PERCENT ANNUAL CHANCE FLOODPLAIN OR THE 1 PERCENT ANNUAL CHANCE FLOODPLAIN, WATERWAY SETBACK, CRITICAL ENVIRONMENTAL FEATURE SETBACK, OR OUTSIDE THE LIMITS OF CONSTRUCTION. DISPOSAL OF SOLID WASTE MATERIALS, AS DEFINED BY STATE LAW (E.G., LITTER, TIRES, DECOMPOSABLE WASTES, ETC.) IS PROHIBITED IN PERMANENT FILL SITES. 10. BEFORE DISPOSING ANY EXCESS FILL MATERIAL OFF-SITE, THE BEFORE DISPOSING ANY EXCESS FILL MATERIAL OFF-SITE, THE CONTRACTOR OR PRIMARY OPERATOR MUST PROVIDE THE COUNTY INSPECTOR DOCUMENTATION THAT DEMONSTRATES THAT ALL REQUIRED PERMITS FOR THE PROPOSED DISPOSAL SITE LOCATION, INCLUDING TRAVIS COUNTY, TCEQ NOTICE, AND OTHER APPLICABLE DEVELOPMENT PERMITS, HAVE BEEN OBTAINED. THE OWNER OR PRIMARY OPERATOR MUST REVISE THE SWP3 AND ESC PLAN IF HANDLING OR PLACEMENT OF EXCESS FILL ON THE CONSTRUCTION SITE IS REVISED FROM THE EXISTING SWP3. IF THE FILL DISPOSAL LOCATION IS OUTSIDE TRAVIS COUNTY OR DOES NOT REQUIRE A DEVELOPMENT PERMIT, THE CONTRACTOR OR PRIMARY OPERATOR MUST PROVIDE THE COUNTY INSPECTOR THE SITE ADDRESS, CONTACT INFORMATION FOR THE PROPERTY OWNER OF THE FILL. 11. THE DESIGN ENGINEER IS RESPONSIBLE FOR THE ADEQUACY OF THE THE DESIGN ENGINEER IS RESPONSIBLE FOR THE ADEQUACY OF THE CONSTRUCTION PLANS. IN REVIEWING THE CONSTRUCTION PLANS, TRAVIS COUNTY WILL RELY UPON THE ADEQUACY OF THE WORK OF THE DESIGN ENGINEER. 12. IN THE EVENT OF ANY CONFLICTS BETWEEN THE CONTENT IN THE IN THE EVENT OF ANY CONFLICTS BETWEEN THE CONTENT IN THE SWP3 SITE NOTEBOOK AND THE CONTENT IN THE CONSTRUCTION PLANS APPROVED BY TRAVIS COUNTY, THE CONSTRUCTION PLANS SHALL TAKE PRECEDENCE. 13. A MINIMUM OF TWO SURVEY BENCHMARKS SHALL BE SET, INCLUDING A MINIMUM OF TWO SURVEY BENCHMARKS SHALL BE SET, INCLUDING DESCRIPTION, LOCATION, AND ELEVATION; THE BENCHMARKS SHOULD BE TIED TO A TRAVIS COUNTY CONTROL BENCHMARK WHEN POSSIBLE. 14. ANY EXISTING PAVEMENT, CURBS, SIDEWALKS, OR DRAINAGE ANY EXISTING PAVEMENT, CURBS, SIDEWALKS, OR DRAINAGE STRUCTURES WITHIN COUNTY RIGHT-OF-WAY WHICH ARE DAMAGED, REMOVED, OR SILTED, WILL BE REPAIRED BY THE CONTRACTOR AT OWNER OR CONTRACTOR'S EXPENSE BEFORE APPROVAL AND ACCEPTANCE OF THE CONSTRUCTION BY TRAVIS COUNTY. 15. CALL THE TEXAS EXCAVATION SAFETY SYSTEM AT 8-1-1 AT LEAST CALL THE TEXAS EXCAVATION SAFETY SYSTEM AT 8-1-1 AT LEAST 2 BUSINESS DAYS BEFORE BEGINNING EXCAVATION ACTIVITIES. 16. ALL STORM SEWER PIPES SHALL BE CLASS III RCP, UNLESS ALL STORM SEWER PIPES SHALL BE CLASS III RCP, UNLESS OTHERWISE NOTED. 17. CONTRACTOR IS REQUIRED TO OBTAIN A UTILITY INSTALLATION CONTRACTOR IS REQUIRED TO OBTAIN A UTILITY INSTALLATION PERMIT IN ACCORDANCE WITH TRAVIS COUNTY CODE SECTION 482.901(A)(3) BEFORE ANY CONSTRUCTION OF UTILITIES WITHIN ANY TRAVIS COUNTY RIGHT-OF-WAY. 18. THIS PROJECT IS LOCATED ON FLOOD INSURANCE RATE MAP 48453 THIS PROJECT IS LOCATED ON FLOOD INSURANCE RATE MAP 48453 COE. 19. TEMPORARY STABILIZATION MUST BE PERFORMED IN ALL DISTURBED TEMPORARY STABILIZATION MUST BE PERFORMED IN ALL DISTURBED AREAS THAT HAVE CEASED CONSTRUCTION ACTIVITIES FOR 14 DAYS OR LONGER, IN ACCORDANCE WITH THE STANDARDS DESCRIBED IN THE SWP3 AND ESC PLAN SHEET NOTES. 20. PERMANENT SITE STABILIZATION/RE-VEGETATION MUST BE PERMANENT SITE STABILIZATION/RE-VEGETATION MUST BE PERFORMED IMMEDIATELY IN ALL SITE AREAS WHICH ARE AT FINAL PLAN GRADE AND IN ALL SITE AREAS SPECIFIED IN THE APPROVED PLANS FOR PHASED RE-VEGETATION, IN ACCORDANCE WITH THE STANDARDS DESCRIBED IN THE SWP3 AND ESC PLAN SHEET NOTES. 21. ALL TREES WITHIN THE RIGHT-OF-WAY AND DRAINAGE EASEMENTS ALL TREES WITHIN THE RIGHT-OF-WAY AND DRAINAGE EASEMENTS SHALL BE SAVED OR REMOVED IN ACCORDANCE WITH THE APPROVED CONSTRUCTION PLANS. TRAVIS COUNTY TREE PRESERVATION STANDARDS IN TRAVIS COUNTY CODE SECTION 482.973, INCLUDING INSTALLATION AND MAINTENANCE OF ALL SPECIFIED TREE PROTECTION MEASURES, MUST BE FOLLOWED DURING CONSTRUCTION. 22. AN ENGINEER'S CONCURRENCE LETTER IN ACCORDANCE WITH TRAVIS AN ENGINEER'S CONCURRENCE LETTER IN ACCORDANCE WITH TRAVIS COUNTY CODE SECTION 482.953 MUST BE SUBMITTED VIA THE MYPERMITNOW.ORG CUSTOMER PORTAL FOR TRAVIS COUNTY WHEN CONSTRUCTION IS SUBSTANTIALLY COMPLETE. THE ENGINEER'S CONCURRENCE LETTER MUST BE SUBMITTED BEFORE THE CONTRACTOR OR PRIMARY OPERATOR REQUESTS A FINAL INSPECTION BY TRAVIS COUNTY. 23. SITE IMPROVEMENTS MUST BE CONSTRUCTED IN CONFORMANCE WITH SITE IMPROVEMENTS MUST BE CONSTRUCTED IN CONFORMANCE WITH THE ENGINEER'S CONSTRUCTION PLANS APPROVED BY TRAVIS COUNTY. NON-CONFORMANCE WITH THE APPROVED PLANS WILL DELAY FINAL INSPECTION APPROVAL BY THE COUNTY UNTIL PLAN CONFORMANCE IS ACHIEVED OR ANY REQUIRED PLAN REVISIONS ARE APPROVED. 24. FINAL SITE STABILIZATION. ALL AREAS DISTURBED BY THE FINAL SITE STABILIZATION. ALL AREAS DISTURBED BY THE CONSTRUCTION MUST BE PERMANENTLY REVEGETATED AND ALL TEMPORARY SEDIMENT CONTROLS AND ACCUMULATED SEDIMENTATION MUST BE REMOVED BEFORE THE COUNTY WILL ISSUE A CERTIFICATE OF COMPLIANCE FOR FINAL SITE STABILIZATION AS PART OF FINAL INSPECTION AND PROJECT COMPLETION. A DEVELOPERS CONTRACT, AS DESCRIBED IN THE SWP3 AND ESC NOTES SHEET MAY BE EXECUTED WITH TRAVIS COUNTY FOR CONDITIONAL ACCEPTANCE OF A PROJECT FOR WHICH HAS ESC FISCAL SECURITY POSTED AND FOR WHICH ALL ITEMS ARE COMPLETE. 
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H. EXHIBIT 482.301C TRAVIS COUNTY STANDARD CONSTRUCTION NOTES EXHIBIT 482.301C TRAVIS COUNTY STANDARD CONSTRUCTION NOTES FOR SUBDIVISION DEVELOPMENT STREETS, DRAINAGE, WATER AND WASTEWATER PLAN SHEETS FOR SUBDIVISION DEVELOPMENTS MUST INCLUDE THE FOLLOWING CONSTRUCTION NOTES: 1. EACH DRIVEWAY MUST BE CONSTRUCTED IN ACCORDANCE WITH EACH DRIVEWAY MUST BE CONSTRUCTED IN ACCORDANCE WITH TRAVIS COUNTY CODE SECTION 482.302(G), AND EACH DRAINAGE STRUCTURE OR SYSTEM MUST BE CONSTRUCTED IN ACCORDANCE WITH THE CITY OF AUSTIN DRAINAGE CRITERIA MANUAL, UNLESS OTHER DESIGN CRITERIA ARE APPROVED BY TRAVIS COUNTY. 2. BEFORE BEGINNING ANY CONSTRUCTION, THE OWNER MUST OBTAIN A BEFORE BEGINNING ANY CONSTRUCTION, THE OWNER MUST OBTAIN A TRAVIS COUNTY DEVELOPMENT PERMIT AND POST THE DEVELOPMENT PERMIT, THE TCEQ SITE NOTICE, AND ANY OTHER REQUIRED PERMITS AT THE JOB SITE. 3. CONSTRUCTION MAY NOT TAKE PLACE WITHIN TRAVIS COUNTY CONSTRUCTION MAY NOT TAKE PLACE WITHIN TRAVIS COUNTY RIGHT-OF-WAY UNTIL AFTER THE OWNER HAS SUBMITTED A TRAFFIC CONTROL PLAN TO TRAVIS COUNTY AND OBTAINED WRITTEN APPROVAL OF THE TRAFFIC CONTROL PLAN FROM TRAVIS COUNTY. 4. THE CONTRACTOR AND PRIMARY OPERATOR SHALL FOLLOW THE THE CONTRACTOR AND PRIMARY OPERATOR SHALL FOLLOW THE SEQUENCE OF CONSTRUCTION AND THE SWP3 IN THESE APPROVED PLANS. THE CONTRACTOR AND PRIMARY OPERATOR SHALL REQUEST TRAVIS COUNTY INSPECTION AT SPECIFIC MILESTONES IN THE SEQUENCE OF THE CONSTRUCTION OF THE SITE DEVELOPMENT CORRESPONDING TO THE PRIORITY INSPECTIONS SPECIFIED IN CONSTRUCTION SEQUENCING NOTES IN THESE APPROVED PLANS. DEVELOPMENT OUTSIDE THE LIMITS OF CONSTRUCTION SPECIFIED IN THE APPROVED PERMIT AND CONSTRUCTION PLANS IS PROHIBITED. 5. BEFORE BEGINNING ANY CONSTRUCTION, ALL STORM WATER BEFORE BEGINNING ANY CONSTRUCTION, ALL STORM WATER POLLUTION PREVENTION PLAN (SWP3) REQUIREMENTS SHALL BE MET, AND THE FIRST PHASE OF THE TEMPORARY EROSION CONTROL (ESC) PLAN INSTALLED WITH A SWP3 INSPECTION REPORT UPLOADED TO MYPERMITNOW.ORG. ALL SWP3 AND ESC PLAN MEASURES AND PRIMARY OPERATOR SWP3 INSPECTIONS MUST BE PERFORMED BY THE PRIMARY OPERATOR IN ACCORDANCE WITH THE APPROVED PLANS AND SWP3 AND ESC PLAN NOTES THROUGHOUT THE CONSTRUCTION PROCESS. 6. BEFORE STARTING CONSTRUCTION, THE OWNER OR CONTRACTOR OR BEFORE STARTING CONSTRUCTION, THE OWNER OR CONTRACTOR OR THEIR DESIGNATED REPRESENTATIVES SHALL SUBMIT A REQUEST VIA  THE MYPERMITNOW.ORG CUSTOMER PORTAL FOR TRAVIS COUNTY TO REQUEST AND SCHEDULE A MANDATORY PRECONSTRUCTION CONFERENCE AND ESC INSPECTION. IF FURTHER ASSISTANCE IS NEEDED, THE TNR PLANNING AND ENGINEERING DIVISION STAFF OR TNR STORM WATER MANAGEMENT PROGRAM STAFF CAN BE CONTACTED BY TELEPHONE AT 512-854-9383. 7. THE CONTRACTOR SHALL KEEP TRAVIS COUNTY TNR ASSIGNED THE CONTRACTOR SHALL KEEP TRAVIS COUNTY TNR ASSIGNED INSPECTION STAFF CURRENT ON THE STATUS OF SITE DEVELOPMENT AND UTILITY CONSTRUCTION. THE CONTRACTOR SHALL NOTIFY TRAVIS COUNTY AND REQUEST PRIORITY INSPECTIONS THROUGH THE MYPERMITNOW.ORG CUSTOMER PORTAL FOR TRAVIS COUNTY IN ACCORDANCE WITH THE SPECIFIC MILESTONES IN THE CONSTRUCTION SEQUENCING NOTES IN THESE APPROVED PLANS. 8. CONTOUR DATA SOURCE: PELOTON LAND SOLUTIONS CONTOUR DATA SOURCE: PELOTON LAND SOLUTIONS 9. FILL MATERIAL MUST BE MANAGED AND DISPOSED OF IN FILL MATERIAL MUST BE MANAGED AND DISPOSED OF IN ACCORDANCE WITH ALL REQUIREMENTS SPECIFIED IN THE APPROVED PLANS, SWP3, AND THE TRAVIS COUNTY CODE. THE CONTRACTOR SHALL STOCKPILE FILL AND CONSTRUCTION MATERIALS ONLY IN THE AREAS DESIGNATED ON THE APPROVED PLANS AND NOT WITHIN THE 0.2 PERCENT ANNUAL CHANCE FLOODPLAIN OR THE 1 PERCENT ANNUAL CHANCE FLOODPLAIN, WATERWAY SETBACK, CRITICAL ENVIRONMENTAL FEATURE SETBACK, OR OUTSIDE THE LIMITS OF CONSTRUCTION. DISPOSAL OF SOLID WASTE MATERIALS, AS DEFINED BY STATE LAW (E.G., LITTER, TIRES, DECOMPOSABLE WASTES, ETC.) IS PROHIBITED IN PERMANENT FILL SITES. 10. BEFORE DISPOSING ANY EXCESS FILL MATERIAL OFF-SITE, THE BEFORE DISPOSING ANY EXCESS FILL MATERIAL OFF-SITE, THE CONTRACTOR OR PRIMARY OPERATOR MUST PROVIDE THE COUNTY INSPECTOR DOCUMENTATION THAT DEMONSTRATES THAT ALL REQUIRED PERMITS FOR THE PROPOSED DISPOSAL SITE LOCATION, INCLUDING TRAVIS COUNTY, TCEQ NOTICE, AND OTHER APPLICABLE DEVELOPMENT PERMITS, HAVE BEEN OBTAINED. THE OWNER OR PRIMARY OPERATOR MUST REVISE THE SWP3 AND ESC PLAN IF HANDLING OR PLACEMENT OF EXCESS FILL ON THE CONSTRUCTION SITE IS REVISED FROM THE EXISTING SWP3. IF THE FILL DISPOSAL LOCATION IS OUTSIDE TRAVIS COUNTY OR DOES NOT REQUIRE A DEVELOPMENT PERMIT, THE CONTRACTOR OR PRIMARY OPERATOR MUST PROVIDE THE COUNTY INSPECTOR THE SITE ADDRESS, CONTACT INFORMATION FOR THE PROPERTY OWNER OF THE FILL. 11. THE DESIGN ENGINEER IS RESPONSIBLE FOR THE ADEQUACY OF THE THE DESIGN ENGINEER IS RESPONSIBLE FOR THE ADEQUACY OF THE CONSTRUCTION PLANS. IN REVIEWING THE CONSTRUCTION PLANS, TRAVIS COUNTY WILL RELY UPON THE ADEQUACY OF THE WORK OF THE DESIGN ENGINEER. 12. IN THE EVENT OF ANY CONFLICTS BETWEEN THE CONTENT IN THE IN THE EVENT OF ANY CONFLICTS BETWEEN THE CONTENT IN THE SWP3 SITE NOTEBOOK AND THE CONTENT IN THE CONSTRUCTION PLANS APPROVED BY TRAVIS COUNTY, THE CONSTRUCTION PLANS SHALL TAKE PRECEDENCE. 13. A MINIMUM OF TWO SURVEY BENCHMARKS SHALL BE SET, INCLUDING A MINIMUM OF TWO SURVEY BENCHMARKS SHALL BE SET, INCLUDING DESCRIPTION, LOCATION, AND ELEVATION; THE BENCHMARKS SHOULD BE TIED TO A TRAVIS COUNTY CONTROL BENCHMARK WHEN POSSIBLE. 14. ANY EXISTING PAVEMENT, CURBS, SIDEWALKS, OR DRAINAGE ANY EXISTING PAVEMENT, CURBS, SIDEWALKS, OR DRAINAGE STRUCTURES WITHIN COUNTY RIGHT-OF-WAY WHICH ARE DAMAGED, REMOVED, OR SILTED, WILL BE REPAIRED BY THE CONTRACTOR AT OWNER OR CONTRACTOR'S EXPENSE BEFORE APPROVAL AND ACCEPTANCE OF THE CONSTRUCTION BY TRAVIS COUNTY. 15. CALL THE TEXAS EXCAVATION SAFETY SYSTEM AT 8-1-1 AT LEAST CALL THE TEXAS EXCAVATION SAFETY SYSTEM AT 8-1-1 AT LEAST 2 BUSINESS DAYS BEFORE BEGINNING EXCAVATION ACTIVITIES. 16. ALL STORM SEWER PIPES SHALL BE CLASS III RCP, UNLESS ALL STORM SEWER PIPES SHALL BE CLASS III RCP, UNLESS OTHERWISE NOTED. 17. CONTRACTOR IS REQUIRED TO OBTAIN A UTILITY INSTALLATION CONTRACTOR IS REQUIRED TO OBTAIN A UTILITY INSTALLATION PERMIT IN ACCORDANCE WITH TRAVIS COUNTY CODE SECTION 482.901(A)(3) BEFORE ANY CONSTRUCTION OF UTILITIES WITHIN ANY TRAVIS COUNTY RIGHT-OF-WAY. 18. THIS PROJECT IS LOCATED ON FLOOD INSURANCE RATE MAP 48453 THIS PROJECT IS LOCATED ON FLOOD INSURANCE RATE MAP 48453 COE. 19. TEMPORARY STABILIZATION MUST BE PERFORMED IN ALL DISTURBED TEMPORARY STABILIZATION MUST BE PERFORMED IN ALL DISTURBED AREAS THAT HAVE CEASED CONSTRUCTION ACTIVITIES FOR 14 DAYS OR LONGER, IN ACCORDANCE WITH THE STANDARDS DESCRIBED IN THE SWP3 AND ESC PLAN SHEET NOTES. 20. PERMANENT SITE STABILIZATION/RE-VEGETATION MUST BE PERMANENT SITE STABILIZATION/RE-VEGETATION MUST BE PERFORMED IMMEDIATELY IN ALL SITE AREAS WHICH ARE AT FINAL PLAN GRADE AND IN ALL SITE AREAS SPECIFIED IN THE APPROVED PLANS FOR PHASED RE-VEGETATION, IN ACCORDANCE WITH THE STANDARDS DESCRIBED IN THE SWP3 AND ESC PLAN SHEET NOTES. 21. ALL TREES WITHIN THE RIGHT-OF-WAY AND DRAINAGE EASEMENTS ALL TREES WITHIN THE RIGHT-OF-WAY AND DRAINAGE EASEMENTS SHALL BE SAVED OR REMOVED IN ACCORDANCE WITH THE APPROVED CONSTRUCTION PLANS. TRAVIS COUNTY TREE PRESERVATION STANDARDS IN TRAVIS COUNTY CODE SECTION 482.973, INCLUDING INSTALLATION AND MAINTENANCE OF ALL SPECIFIED TREE PROTECTION MEASURES, MUST BE FOLLOWED DURING CONSTRUCTION. 22. AN ENGINEER'S CONCURRENCE LETTER IN ACCORDANCE WITH TRAVIS AN ENGINEER'S CONCURRENCE LETTER IN ACCORDANCE WITH TRAVIS COUNTY CODE SECTION 482.953 MUST BE SUBMITTED VIA THE MYPERMITNOW.ORG CUSTOMER PORTAL FOR TRAVIS COUNTY WHEN CONSTRUCTION IS SUBSTANTIALLY COMPLETE. THE ENGINEER'S CONCURRENCE LETTER MUST BE SUBMITTED BEFORE THE CONTRACTOR OR PRIMARY OPERATOR REQUESTS A FINAL INSPECTION BY TRAVIS COUNTY. 23. SITE IMPROVEMENTS MUST BE CONSTRUCTED IN CONFORMANCE WITH SITE IMPROVEMENTS MUST BE CONSTRUCTED IN CONFORMANCE WITH THE ENGINEER'S CONSTRUCTION PLANS APPROVED BY TRAVIS COUNTY. NON-CONFORMANCE WITH THE APPROVED PLANS WILL DELAY FINAL INSPECTION APPROVAL BY THE COUNTY UNTIL PLAN CONFORMANCE IS ACHIEVED OR ANY REQUIRED PLAN REVISIONS ARE APPROVED. 24. FINAL SITE STABILIZATION. ALL AREAS DISTURBED BY THE FINAL SITE STABILIZATION. ALL AREAS DISTURBED BY THE CONSTRUCTION MUST BE PERMANENTLY REVEGETATED AND ALL TEMPORARY SEDIMENT CONTROLS AND ACCUMULATED SEDIMENTATION MUST BE REMOVED BEFORE THE COUNTY WILL ISSUE A CERTIFICATE OF COMPLIANCE FOR FINAL SITE STABILIZATION AS PART OF FINAL INSPECTION AND PROJECT COMPLETION. A DEVELOPERS CONTRACT, AS DESCRIBED IN THE SWP3 AND ESC NOTES SHEET MAY BE EXECUTED WITH TRAVIS COUNTY FOR CONDITIONAL ACCEPTANCE OF A PROJECT FOR WHICH HAS ESC FISCAL SECURITY POSTED AND FOR WHICH ALL ITEMS ARE COMPLETE. 25. ALL SUBDIVISION LOTS AND AREAS OUTSIDE THE RIGHT-OF-WAY ALL SUBDIVISION LOTS AND AREAS OUTSIDE THE RIGHT-OF-WAY WHICH ARE DISTURBED DURING THE CONSTRUCTION PROCESS MUST BE INCLUDED IN THE FINAL STABILIZATION/REVEGETATION PLAN OF THE SUBDIVISION FOR FINAL INSPECTION APPROVAL, EXCEPT FOR SUBDIVISION LOTS THAT ARE SUBJECT TO SEPARATE TRAVIS COUNTY DEVELOPMENT PERMIT(S), SWP3 NOTICE(S), AND ESC PLAN(S). 26. SOIL DATA SOURCES: PELOTON LAND SOLUTIONS SOIL DATA SOURCES: PELOTON LAND SOLUTIONS 27. THE OWNER, UTILITY CONTRACTOR, OR A DESIGNATED THE OWNER, UTILITY CONTRACTOR, OR A DESIGNATED REPRESENTATIVE SHALL SUBMIT A NOTICE OF CONSTRUCTION VIA  THE MYPERMITNOW.ORG CUSTOMER PORTAL FOR TRAVIS COUNTY AT LEAST TWO WORKING DAYS PRIOR TO CONSTRUCTION. IF FURTHER ASSISTANCE IS NEEDED, THE TNR PLANNING AND ENGINEERING DIVISION STAFF CAN BE CONTACTED BY TELEPHONE AT 512-854-9383. 28. THE WORK WILL NOT BE ACCEPTED AND THE ONE-YEAR WARRANTY THE WORK WILL NOT BE ACCEPTED AND THE ONE-YEAR WARRANTY PERFORMANCE PERIOD WILL NOT BEGIN UNTIL AFTER THE CONTRACTOR HAS OBTAINED TNR APPROVAL OF THE CONSTRUCTION. 29. THE CONTRACTOR SHALL INSTALL ALL TRAFFIC MARKINGS, THE CONTRACTOR SHALL INSTALL ALL TRAFFIC MARKINGS, BARRICADES, AND SIGNAGE IN ACCORDANCE WITH THE LATEST EDITION OF TXDOT'S MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES PRIOR TO TNR APPROVAL OF THE ROADWAY CONSTRUCTION. 
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125 mm (5'') MIN. CONCRETE
WITH ONE LAYER OF13M (#4) BARS
PLACED ON CHAIRS AT MIDDEPTH OF
SLAB  AT NO MORE THAN 450 mm
(18") O.C. BOTH DIRECTIONS

125 mm (5'') MIN. CONCRETE
WITH ONE LAYER OF13M (#4) BARS
PLACED ON CHAIRS AT MIDDEPTH OF
SLAB  AT NO MORE THAN 450 mm
(18") O.C. BOTH DIRECTIONS

SEE NOTE 10
FACE OF CURB

-2% SLOPE (TYP.)

DRIVEWAYS FOR PASSENGER VEHICLE
PARKING LOTS

ALL OTHERS 175 mm
(7'') MIN.

150 mm
(6'') MIN.

D=GRADE CHANGE

SIDEWALK TIE-IN
LOCATION.
SEE NOTE 13

EXP. JOINT
(SEE NOTE 5)

ZERO CURB
AT SIDEWALK
EDGE. (SEE
NOTE 4)

SEE
NOTE 3

EXIST.
JOINT

0.6 m
(2'-0'') TYP.

10% MAX.
SLOPE SLOPE

2%MAX.

50 mm (2'')
SAND BEDDING

SEE CHART
SHEET 2 OF 3

175 mm (7'')
300 mm (12'')

BASE

RADIUS CURB

1.2 m
(4'-0'') MIN.

MATCH CATCH/SPILL GUTTER SECTION
OF EXISTING CURB & GUTTER SAW-CUT

& EXP. JOINT

SIDEWALK TIE-IN
LOCATION.

SEE NOTE 13

EXP.
JOINT

0.6 m
(2'-0'') TYP.

PT

STANDARD NO.

2 OF 2

DEPARTMENT OF PUBLIC WORKS

ADOPTED

DEPARTMENT OF PUBLIC WORKS

ADOPTED

STANDARD NO.

VARIES

SEE
NOTE

6

PC PC

SLOPE
2% MAX.

1.2 m
(4'-0'') MIN.

REINFORCEMENTTHICKNESSUSE

G2

G1

G2
D
D

2%
MAX.

10%
MAX.

1G

VOLUME (ADT)
DRIVEWAY

>1500
500-1500

< 500 6%
3%
0% 3%

6%
15%

TYPE II  DRIVEWAYCITY OF AUSTINTYPE II  DRIVEWAYCITY OF AUSTIN

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE USE
OF THIS STANDARD.

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE USE
OF THIS STANDARD.

A

B

R.O.W.

MAXSTD.

433S-2433S-2

WIDTH

PEDESTRIAN
CROSSING

R.O.W.R.O.W.

PLAN

NOTE:  ALL DRIVEWAYS SHALL BE SLOPED TOWARDS THE STREET FROM THE R.O.W. LINE.
      ELEVATION OF POINT A ABOVE POINT B IS, TYPICALLY A MINIMUM OF 150 mm (6'')
      PLUS 20 mm/m (1

4'' RISE/FOOT) OVER DISTANCE "X" IN METERS (FEET).

 B
 A

X

CROSS SECTION

PT

R

ALLOWABLE GRADES

SLOPE

NORMAL CONCRETE MIX
DESIGN FOR CONCRETE
PAVEMENT, SECTION 360.5
STANDARD SPECIFICATION
ITEM NO. 360

1 OF 2

NOTES:

1. ALL TYPE II DRIVEWAYS SHALL HAVE RADIUS ENDS.

2. DRIVEWAY WIDTHS AND RADII DIMENSIONS, ONE/TWO WAY TRAVEL REQUIREMENTS, AND GEOMETRIC
LAY-OUT ARE HIGHLY VARIABLE, SUBJECT TO SITE SPECIFIC CONDITIONS AND REQUIREMENTS.  SEE
TRANSPORTATION CRITERIA MANUAL. SECTION 5 "DRIVEWAYS".

3. THE DRIVEWAY EDGE SHALL BE SMOOTHLY TRANSITITIONED INTO THE SIDEWALK TIE-IN LOCATION
BEGINNING AT THE RADIUS PC LINE.

4. "ZERO" CURB AT PT OR SIDEWALK EDGE, WHICHEVER IS ENCOUNTERED FIRST.

5. PLACE AN EXPANSION JOINT DOWN THE CENTER OF DRIVEWAY ALL DRIVEWAYS.

6. IF DIMENSION IS LESS THAN 1.5 METERS (5 FEET), REMOVE CURB AND GUTTER TO EXISTING JOINT AND
POUR MONOLITHICALLY WITH DRIVEWAY.

7. IF THE BASE IS OVER-EXCAVATED WHERE THE CURB AND GUTTER WERE REMOVED, BACKFILL WITH
CONCRETE MONOLITHICALLY WITH THE DRIVEWAY.

8. TYPE II DRIVEWAYS ARE TO BE LOCATED NO CLOSER TO THE CORNER OF INTERSECTING RIGHT OF
WAY THAN 60% OF PARCEL FRONTAGE AT 30 METERS (100 FEET): WHICHEVER IS LESS.

9. DRIVEWAY SHALL NOT BE CONSTRUCTED WITHIN THE CURB RETURN OF A STREET INTERSECTION.

10. WHILE THE PROPERTY OWNER REMAINS RESPONSIBLE FOR GRADE BREAKS WITHIN PRIVATE
PROPERTY, THE FIRE DEPARTMENT SHALL BE CONSULTED WHERE THE DRIVEWAY IS ESSENTIAL TO
EMERGENCY VEHICLE ACCESS AND "G2 IS GREATER THAN 15%.

11. USE 12 MM (1/2") ASPHALT BOARD OR OTHER APPROVED MATERIAL FOR CURB AND GUTTER EXPANSION
JOINTS.  SIDEWALK, AT THE R.O.W. LINE AND AT MIDWIDTH, SEE NOTE 5.

12. SEE TRANSPORTATION CRITERIA MANUAL, SECTION 5 FOR OTHER DRIVEWAY REQUIREMENTS.

13. THE SIDEWALK, REGARDLESS OF ITS LOCATION WITH RESPECT TO THE CURB OR PROPERTY LINE,
SHALL BE CONNECTED TO THE DRIVEWAY AT THESE LOCATIONS.

14. WATER METER BOXES AND WASTEWATER CLEAN OUTS ARE PROHIBITED FROM BEING LOCATED IN
DRIVEWAY AREAS.

RECORD COPY SIGNED
BY CUONG TRAN 02/24/10

RECORD COPY SIGNED
BY CUONG TRAN 02/24/10

25 mm (1")
CLEARANCE

50 mm (2")
MIN.

CITY OF AUSTIN CITY OF AUSTIN CITY OF AUSTIN

1  OF 3 2 OF 3 3 OF 3

EXPANSION
JOINT

EXPANSION
JOINT

SMOOTH DOWEL
4 TYP.
SEE DETAIL
SHEET 2 OF 2

EXPANSION JOINT
(TYP. BOTH SIDES)

50 mm (2'')
SAND CUSHION

100 mm (4'') MIN.
CONCRETE SIDEWALK

VARIES

PIPE SLEEVE

VARIES

VARIES

CLASS A CONCRETE

PL

SIDEWALK

PROPERTY LINE PROPERTY LINE

SECTION 

PLAN

CURB & GUTTER

600 mm
(2')

1.2 m
(4')

VARIES

EXPANSION
JOINT

EXPANSION
JOINT

CONTROL
JOINT
1.5 m (5')

12 m (40') MAX.

1.2 m (4')
MIN. RESIDENTIAL

1.8 m (6')
MIN. COMMERCIAL

600 mm (2')

100 mm
(4'') MIN.

SLOPE 20 mm/m
(
1

4''/ FT.) MAX.

50 mm (2'') SAND CUSHION

DOWEL DETAIL

600 mm (24")

13 mm (
1

2") DIA. SMOOTH DOWEL

400 mm (16")

DOWEL COATING

CLOSED END

DOWEL ROD
SUPPORT

2 TYP. 13 mm (
1

2")

PREMOLDED

EXPANSION JOINT

MATERIAL

DOWEL SLEEVE TO FIT
DOWEL AND BE SECURED
TO DOWEL ROD SUPPORT

POLYPROPYLENE FIBRILLATED FIBERS, OR
150 mm X 150 mm X MW9 X MW9
(6'' X 6'' X W1.4 X W1.4) WELDED WIRE FABRIC
OR ONE LAYER 10M (#3) BARS PLACED NOT
MORE THAN 450 mm (18'') C.C. BOTH
DIRECTIONS.
REINFORCEMENT SHALL ACCURATELY PLACED AT
SLAB MID-DEPTH AND HELD FIRMLY IN PLACE BY
MEANS OF BAR SUPPORTS OF ADEQUATE
STRENGTH AND NUMBER THAT WILL PREVENT
DISPLACEMENT AND KEEP THE STEEL AT ITS
PROPER POSITION DURING THE PLACEMENT OF
THE P.C. CONCRETE.  IN NO INSTANCE SHALL THE
STEEL BE PLACED DIRECTLY ON THE SUBGRADE
OR SAND CUSHION LAYER.

PROPERTY LINE

CURB & GUTTER

SIDEWALK

DEPARTMENT OF PUBLIC WORKS

ADOPTED

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE USE
OF THIS STANDARD.

SIDEWALK
STANDARD NO.

432S-1
DEPARTMENT OF PUBLIC WORKS

ADOPTED

SIDEWALK

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE USE
OF THIS STANDARD.

432S-1
STANDARD NO.

DEPARTMENT OF PUBLIC WORKS

ADOPTED

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE USE
OF THIS STANDARD.

SIDEWALK
STANDARD NO.

432S-1

UTILITY SERVICE LINE

UTILITY MAIN

SIDEWALK OVER UTILITY SERVICE LINE PLAN

SECTION OF SIDEWALK OVER
UTILITY SERVICE LINES

1.5 m (5'-0") MIN.

UTILITY SERVICE LINE

PIPE SLEEVE, SCH 40 PVC,
MIN. 100 mm (4"), MAX. 250 mm (10")
EXTEND A MINIMUM OF
150 mm (6") FROM
EACH EDGE OF SIDEWALK

NOTES:
1. THIS STANDARD APPLIES TO THE INSTALLATION OF NEW UTILITIES OR UTILITIES BEING
REPLACED BY A NEW LINE.
2. NO JOINTS IN UTILITY SERVICE PIPE TO BE LOCATED INSIDE PVC PIPE SLEEVE.
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BY BILL GARDNER

DEPARTMENT OF PUBLIC WORKS

03/26/08RECORD COPY SIGNED
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STEEL OR WOOD FENCE POSTS
MAX. 2.4 m (8') SPACING

OF THIS STANDARD.

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE USE

WATERSHED PROTECTION DEPARTMENT
CITY OF AUSTIN

ADOPTED

(24'')

STANDARD SYMBOL
FOR SILT FENCE (SF)

L=

SF

FLOW

SILT FENCE FABRIC

600 mm

SILT FENCE

642S-1
STANDARD NO.

150 mm
(6'') MIN.

TRENCH CROSS SECTION

150 mm
(6'') MIN.

FABRIC TOE-IN
TRENCH (BACKFILLED)

2" x 4" WELDED WIRE
BACKING SUPPORT FOR
FABRIC (12.5 GA. WIRE)

1. STEEL OR WOOD POSTS WHICH SUPPORT THE SILT FENCE SHALL BE INSTALLED ON A SLIGHT ANGLE
TOWARD THE ANTICIPATED RUNOFF SOURCE.  POST MUST BE EMBEDDED A MINIMUM OF 300 mm (12
INCHES). IF WOOD POSTS CANNOT ACHIEVE 300 mm (12 inches) DEPTH, USE STEEL POSTS.

2. THE TOE OF THE SILT FENCE SHALL BE TRENCHED IN WITH A SPADE OR MECHANICAL TRENCHER, SO
THAT THE DOWNSLOPE FACE OF THE TRENCH IS FLAT AND PERPENDICULAR TO THE LINE OF FLOW.

3. THE TRENCH MUST BE A MINIMUM OF 150 mm (6 inches) DEEP AND 150 mm (6 inches) WIDE TO ALLOW
FOR THE SILT FENCE FABRIC TO BE LAID IN THE GROUND AND BACKFILLED WITH COMPACTED
MATERIAL.

4. SILT FENCE FABRIC SHOULD BE SECURELY FASTENED TO EACH STEEL OR WOOD SUPPORT POST OR
TO WOVEN WIRE , WHICH IS IN TURN ATTACHED TO THE STEEL OR WOOD FENCE POST.

5. INSPECTION SHALL BE MADE WEEKLY OR AFTER EACH RAINFALL EVENT AND REPAIR OR
REPLACEMENT SHALL BE MADE PROMPTY AS NEEDED.

6. SILT FENCE SHALL BE REMOVED WHEN THE SITE IS COMPLETELY STABILIZED SO AS NOT TO BLOCK OR
IMPEDE STORM FLOW OR DRAINAGE.

7. ACCUMULATED SILT SHALL BE REMOVED WHEN IT REACHES A DEPTH OF 150 mm (6 inches).  THE SILT
SHALL BE DISPOSED OF ON AN APPROVED SITE AND IN SUCH A MANNER THAT WILL NOT CONTRIBUTE
TO ADDITIONAL SILTATION.

RECORD COPY SIGNED
BY MORGAN BYARS 09/01/2011

WOVEN WIRE SHEATHING

639S-1

ROCK BERM

ROCK BERM
FLOW 2

CROSS SECTION

FLOW

1

RB

600 mm
(2') MIN.

450 mm
(18'') MIN.

600 mm
(24'') MIN.

100 mm
(4'')

450 mm
(18'') MIN.

5. WHEN THE SITE IS COMPLETELY STABILIZED,THE BERM AND ACCUMULATED SEDIMENT
   SHALL BE REMOVED AND DISPOSED OF IN AN APPROVED MANNER.

NOTES:

CITY OF AUSTIN
STANDARD NO.

ADOPTED

WATERSHED PROTECTION DEPARTMENT
CITY OF AUSTIN

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE USE
OF THIS STANDARD.

STANDARD SYMBOL
FOR ROCK BERM (RB)

3. THE ROCK BERM SHALL BE INSPECTED DAILY OR AFTER EACH RAIN, AND THE
   STONE AND/OR FABRIC CORE-WOVEN SHEATHING SHALL BE REPLACED WHEN THE
   STRUCTURE CEASES TO FUNCTION AS INTENDED, DUE TO SEDIMENT ACCUMULATION
   AMONG THE ROCKS, WASHOUT, CONSTRUCTION TRAFFIC DAMAGE, ETC.

1. USE ONLY OPEN GRADED ROCK 75 to 125 mm (3 to 5'') DIAMETER FOR ALL CONDITIONS.

4. IF SEDIMENT REACHES A DEPTH EQUAL TO ONE-THIRD THE HEIGHT OF THE BERM OR
   150 mm (6''), WHICHEVER IS LESS,  THE SEDIMENT SHALL BE REMOVED AND DISPOSED

   OF ON AN APPROVED SITE AND IN A MANNER THAT WILL NOT CREATE A SEDIMENTION
   PROBLEM.

2. THE ROCK BERM SHALL BE SECURED WITH A WOVEN WIRE SHEATHING HAVING MAXIMUM
   25 mm (1'') OPENING AND MINIMUM WIRE DIAMETER OF 12.9 mm (20 GAUGE).

8/24/2010
RECORD COPY SIGNED BY

MORGAN BYARS
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APPENDIX P-1 - EROSION CONTROL NOTES 1. THE CONTRACTOR SHALL INSTALL EROSION/SEDIMENTATION CONTROLS, TREE/NATURAL THE CONTRACTOR SHALL INSTALL EROSION/SEDIMENTATION CONTROLS, TREE/NATURAL AREA PROTECTIVE FENCING, AND CONDUCT "PRE-CONSTRUCTION" TREE FERTILIZATION (IF APPLICABLE) PRIOR TO ANY SITE PREPARATION WORK (CLEARING, GRUBBING OR EXCAVATION).  2. THE PLACEMENT OF EROSION/SEDIMENTATION CONTROLS SHALL BE IN ACCORDANCE WITH THE PLACEMENT OF EROSION/SEDIMENTATION CONTROLS SHALL BE IN ACCORDANCE WITH THE ENVIRONMENTAL CRITERIA MANUAL AND THE APPROVED EROSION AND SEDIMENTATION CONTROL PLAN. THE COA ESC PLAN SHALL BE CONSULTED AND USED AS THE BASIS FOR A TPDES REQUIRED SWPPP. IF A SWPPP IS REQUIRED, IT SHALL BE AVAILABLE FOR REVIEW BY THE CITY OF AUSTIN ENVIRONMENTAL INSPECTOR AT ALL TIMES DURING CONSTRUCTION, INCLUDING AT THE PRE-CONSTRUCTION MEETING. THE CHECKLIST BELOW CONTAINS THE BASIC ELEMENTS THAT SHALL BE REVIEWED FOR PERMIT APPROVAL BY COA EV PLAN REVIEWERS AS WELL AS COA EV INSPECTORS.  PLAN SHEETS SUBMITTED TO THE CITY OF AUSTIN MUST SHOW THE FOLLOWING:  DIRECTION OF FLOW DURING GRADING OPERATIONS.  LOCATION, DESCRIPTION, AND CALCULATIONS FOR OFF-SITE FLOW DIVERSION STRUCTURES.  AREAS THAT WILL NOT BE DISTURBED; NATURAL FEATURES TO BE PRESERVED.  DELINEATION OF CONTRIBUTING DRAINAGE AREA TO EACH PROPOSED BMP (E.G., SILT FENCE, SEDIMENT BASIN, ETC.).  LOCATION AND TYPE OF E&S BMPS FOR EACH PHASE OF DISTURBANCE.  CALCULATIONS FOR BMPS AS REQUIRED.  LOCATION AND DESCRIPTION OF TEMPORARY STABILIZATION MEASURES.  LOCATION OF ON-SITE SPOILS, DESCRIPTION OF HANDLING AND DISPOSAL OF BORROW MATERIALS, AND DESCRIPTION OF ON-SITE PERMANENT SPOILS DISPOSAL AREAS, INCLUDING SIZE, DEPTH OF FILL AND REVEGETATION PROCEDURES.  DESCRIBE SEQUENCE OF CONSTRUCTION AS IT PERTAINS TO ESC INCLUDING THE FOLLOWING ELEMENTS:  1. INSTALLATION SEQUENCE OF CONTROLS (E.G. PERIMETER CONTROLS, THEN SEDIMENT INSTALLATION SEQUENCE OF CONTROLS (E.G. PERIMETER CONTROLS, THEN SEDIMENT BASINS, THEN TEMPORARY STABILIZATION, THEN PERMANENT, ETC.)  2. PROJECT PHASING IF REQUIRED (LOC GREATER THAN 25 ACRES)  PROJECT PHASING IF REQUIRED (LOC GREATER THAN 25 ACRES)  3. SEQUENCE OF GRADING OPERATIONS AND NOTATION OF TEMPORARY STABILIZATION SEQUENCE OF GRADING OPERATIONS AND NOTATION OF TEMPORARY STABILIZATION MEASURES TO BE USED  4. SCHEDULE FOR CONVERTING TEMPORARY BASINS TO PERMANENT WQ CONTROLS  SCHEDULE FOR CONVERTING TEMPORARY BASINS TO PERMANENT WQ CONTROLS  5. SCHEDULE FOR REMOVAL OF TEMPORARY CONTROLS  SCHEDULE FOR REMOVAL OF TEMPORARY CONTROLS  6. ANTICIPATED MAINTENANCE SCHEDULE FOR TEMPORARY CONTROLS  ANTICIPATED MAINTENANCE SCHEDULE FOR TEMPORARY CONTROLS  CATEGORIZE EACH BMP UNDER ONE OF THE FOLLOWING AREAS OF BMP ACTIVITY AS DESCRIBED BELOW:  3.1 MINIMIZE DISTURBED AREA AND PROTECT NATURAL FEATURES AND SOIL  3.2 CONTROL STORMWATER FLOWING ONTO AND THROUGH THE PROJECT  3.3 STABILIZE SOILS  3.4 PROTECT SLOPES  3.5 PROTECT STORM DRAIN INLETS  3.6 ESTABLISH PERIMETER CONTROLS AND SEDIMENT BARRIERS  3.7 RETAIN SEDIMENT ON-SITE AND CONTROL DEWATERING PRACTICES  3.8 ESTABLISH STABILIZED CONSTRUCTION EXITS  3.9 ANY ADDITIONAL BMPS  NOTE THE LOCATION OF EACH BMP ON YOUR SITE MAP(S).  FOR ANY STRUCTURAL BMPS, YOU SHOULD PROVIDE DESIGN SPECIFICATIONS AND DETAILS AND REFER TO THEM.  FOR MORE INFORMATION, SEE CITY OF AUSTIN ENVIRONMENTAL CRITERIA MANUAL 1.4.  3. THE PLACEMENT OF TREE/NATURAL AREA PROTECTIVE FENCING SHALL BE IN ACCORDANCE THE PLACEMENT OF TREE/NATURAL AREA PROTECTIVE FENCING SHALL BE IN ACCORDANCE WITH THE CITY OF AUSTIN STANDARD NOTES FOR TREE AND NATURAL AREA PROTECTION AND THE APPROVED GRADING/TREE AND NATURAL AREA PLAN.  4. A PRE-CONSTRUCTION CONFERENCE SHALL BE HELD ON-SITE WITH THE CONTRACTOR, A PRE-CONSTRUCTION CONFERENCE SHALL BE HELD ON-SITE WITH THE CONTRACTOR, DESIGN ENGINEER/PERMIT APPLICANT AND ENVIRONMENTAL INSPECTOR AFTER INSTALLATION OF THE EROSION/SEDIMENTATION CONTROLS, TREE/NATURAL AREA PROTECTION MEASURES AND "PRE-CONSTRUCTION" TREE FERTILIZATION (IF APPLICABLE) PRIOR TO BEGINNING ANY SITE PREPARATION WORK. THE OWNER OR OWNER'S REPRESENTATIVE SHALL NOTIFY THE DEVELOPMENT SERVICES DEPARTMENT, 512-974-2278 OR BY EMAIL AT ENVIRONMENTAL.INSPECTIONS@AUSTINTEXAS.GOV, AT LEAST THREE DAYS PRIOR TO THE MEETING DATE. COA APPROVED ESC PLAN AND TPDES SWPPP (IF REQUIRED) SHOULD BE REVIEWED BY COA EV INSPECTOR AT THIS TIME.  5. ANY MAJOR VARIATION IN MATERIALS OR LOCATIONS OF CONTROLS OR FENCES FROM ANY MAJOR VARIATION IN MATERIALS OR LOCATIONS OF CONTROLS OR FENCES FROM THOSE SHOWN ON THE APPROVED PLANS WILL REQUIRE A REVISION AND MUST BE APPROVED BY THE REVIEWING ENGINEER, ENVIRONMENTAL SPECIALIST OR CITY ARBORIST AS APPROPRIATE. MAJOR REVISIONS MUST BE APPROVED BY AUTHORIZED COA STAFF. MINOR CHANGES TO BE MADE AS FIELD REVISIONS TO THE EROSION AND SEDIMENTATION CONTROL PLAN MAY BE REQUIRED BY THE ENVIRONMENTAL INSPECTOR DURING THE COURSE OF CONSTRUCTION TO CORRECT CONTROL INADEQUACIES.  6. THE CONTRACTOR IS REQUIRED TO PROVIDE A CERTIFIED INSPECTOR THAT IS EITHER A THE CONTRACTOR IS REQUIRED TO PROVIDE A CERTIFIED INSPECTOR THAT IS EITHER A LICENSED ENGINEER (OR PERSON DIRECTLY SUPERVISED BY THE LICENSED ENGINEER) OR CERTIFIED PROFESSIONAL IN EROSION AND SEDIMENT CONTROL (CPESC OR CPESC - IT), CERTIFIED EROSION, SEDIMENT AND STORMWATER - INSPECTOR (CESSWI OR CESSWI - IT) OR CERTIFIED INSPECTOR OF SEDIMENTATION AND EROSION CONTROLS (CISEC OR CISEC - IT) CERTIFICATION TO INSPECT THE CONTROLS AND FENCES AT WEEKLY OR BI-WEEKLY INTERVALS AND AFTER ONE-HALF (½) INCH OR GREATER RAINFALL EVENTS TO INSURE THAT THEY ARE FUNCTIONING PROPERLY. THE PERSON(S) RESPONSIBLE FOR MAINTENANCE OF CONTROLS AND FENCES SHALL IMMEDIATELY MAKE ANY NECESSARY REPAIRS TO DAMAGED AREAS. SILT ACCUMULATION AT CONTROLS MUST BE REMOVED WHEN THE DEPTH REACHES SIX (6) INCHES OR ONE-THIRD ( ) OF THE INSTALLED HEIGHT OF THE CONTROL ) OF THE INSTALLED HEIGHT OF THE CONTROL WHICHEVER IS LESS.  7. PRIOR TO FINAL ACCEPTANCE BY THE CITY, HAUL ROADS AND WATERWAY CROSSINGS PRIOR TO FINAL ACCEPTANCE BY THE CITY, HAUL ROADS AND WATERWAY CROSSINGS CONSTRUCTED FOR TEMPORARY CONTRACTOR ACCESS MUST BE REMOVED, ACCUMULATED SEDIMENT REMOVED FROM THE WATERWAY AND THE AREA RESTORED TO THE ORIGINAL GRADE AND REVEGETATED. ALL LAND CLEARING DEBRIS SHALL BE DISPOSED OF IN APPROVED SPOIL DISPOSAL SITES.  8. ALL WORK MUST STOP IF A VOID IN THE ROCK SUBSTRATE IS DISCOVERED WHICH IS; ONE ALL WORK MUST STOP IF A VOID IN THE ROCK SUBSTRATE IS DISCOVERED WHICH IS; ONE SQUARE FOOT IN TOTAL AREA; BLOWS AIR FROM WITHIN THE SUBSTRATE AND/OR CONSISTENTLY RECEIVES WATER DURING ANY RAIN EVENT. AT THIS TIME IT IS THE RESPONSIBILITY OF THE PROJECT MANAGER TO IMMEDIATELY CONTACT A CITY OF AUSTIN ENVIRONMENTAL INSPECTOR FOR FURTHER INVESTIGATION. IN ADDITION, IF THE PROJECT SITE IS LOCATED WITHIN THE EDWARDS AQUIFER, THE PROJECT MANAGER MUST NOTIFY THE TRAVIS COUNTY BALCONES CANYONLANDS CONSERVATION PRESERVE (BCCP) BY EMAIL AT BCCP@TRAVISCOUNTYTX.GOV. CONSTRUCTION ACTIVITIES WITHIN 50 FEET OF THE VOID MUST STOP. 9. TEMPORARY AND PERMANENT EROSION CONTROL: ALL DISTURBED AREAS SHALL BE TEMPORARY AND PERMANENT EROSION CONTROL: ALL DISTURBED AREAS SHALL BE RESTORED AS NOTED BELOW:  A. ALL DISTURBED AREAS TO BE REVEGETATED ARE REQUIRED TO PLACE A MINIMUM OF ALL DISTURBED AREAS TO BE REVEGETATED ARE REQUIRED TO PLACE A MINIMUM OF SIX (6) INCHES OF TOPSOIL [SEE STANDARD SPECIFICATION ITEM NO. 601S.3(A)]. DO NOT ADD TOPSOIL WITHIN THE CRITICAL ROOT ZONE OF EXISTING TREES.  TOPSOIL SALVAGED FROM THE EXISTING SITE IS ENCOURAGED FOR USE, BUT IT SHOULD MEET THE STANDARDS SET FORTH IN 601S.  AN OWNER/ENGINEER MAY PROPOSE USE OF ONSITE SALVAGED TOPSOIL WHICH DOES NOT MEET THE CRITERIA OF STANDARD SPECIFICATION 601S BY PROVIDING A SOIL ANALYSIS AND A WRITTEN STATEMENT FROM A QUALIFIED PROFESSIONAL IN SOILS, LANDSCAPE ARCHITECTURE, OR AGRONOMY INDICATING THE ONSITE TOPSOIL WILL PROVIDE AN EQUIVALENT GROWTH MEDIA AND SPECIFYING WHAT, IF ANY, SOIL AMENDMENTS ARE REQUIRED.  SOIL AMENDMENTS SHALL BE WORKED INTO THE EXISTING ONSITE TOPSOIL WITH A DISC OR TILLER TO CREATE A WELL-BLENDED MATERIAL.  THE VEGETATIVE STABILIZATION OF AREAS DISTURBED BY CONSTRUCTION SHALL BE AS FOLLOWS:  TEMPORARY VEGETATIVE STABILIZATION:  1. FROM SEPTEMBER 15 TO MARCH 1, SEEDING SHALL BE WITH OR INCLUDE A COOL SEASON FROM SEPTEMBER 15 TO MARCH 1, SEEDING SHALL BE WITH OR INCLUDE A COOL SEASON COVER CROP: (WESTERN WHEATGRASS ( PASCOPYRUM SMITHII ) AT 5.6 POUNDS PER ACRE, OATS ( AVENA SATIVA ) AT 4.0 POUNDS PER ACRE, CEREAL RYE GRAIN ( SECALE CEREALE ) AT 45 POUNDS PER ACRE. CONTRACTOR MUST ENSURE THAT ANY SEED APPLICATION REQUIRING A COOL SEASON COVER CROP DOES NOT UTILIZE ANNUAL RYEGRASS ( LOLIUM MULTIFLORUM ) OR PERENNIAL RYEGRASS ( LOLIUM PERENNE ). COOL SEASON COVER CROPS ARE NOT PERMANENT EROSION CONTROL.  2. FROM MARCH 2 TO SEPTEMBER 14, SEEDING SHALL BE WITH HULLED BERMUDA AT A RATE FROM MARCH 2 TO SEPTEMBER 14, SEEDING SHALL BE WITH HULLED BERMUDA AT A RATE OF 45 POUNDS PER ACRE OR A NATIVE PLANT SEED MIX CONFORMING TO ITEM 604S OR 609S.  A. FERTILIZER SHALL BE APPLIED ONLY IF WARRANTED BY A SOIL TEST AND SHALL FERTILIZER SHALL BE APPLIED ONLY IF WARRANTED BY A SOIL TEST AND SHALL CONFORM TO ITEM NO. 606S, FERTILIZER. FERTILIZATION SHOULD NOT OCCUR WHEN RAINFALL IS EXPECTED OR DURING SLOW PLANT GROWTH OR DORMANCY. CHEMICAL FERTILIZER MAY NOT BE APPLIED IN THE CRITICAL WATER QUALITY ZONE.  B. HYDROMULCH SHALL COMPLY WITH TABLE 1, BELOW.  HYDROMULCH SHALL COMPLY WITH TABLE 1, BELOW.  C. TEMPORARY EROSION CONTROL SHALL BE ACCEPTABLE WHEN THE GRASS HAS GROWN TEMPORARY EROSION CONTROL SHALL BE ACCEPTABLE WHEN THE GRASS HAS GROWN AT LEAST 1½ INCHES HIGH WITH A MINIMUM OF 95% TOTAL COVERAGE SO THAT ALL AREAS OF A SITE THAT RELY ON VEGETATION FOR TEMPORARY STABILIZATION ARE UNIFORMLY VEGETATED, AND PROVIDED THERE ARE NO BARE SPOTS LARGER THAN 10 SQUARE FEET.  D. WHEN REQUIRED, NATIVE PLANT SEEDING SHALL COMPLY WITH REQUIREMENTS OF THE WHEN REQUIRED, NATIVE PLANT SEEDING SHALL COMPLY WITH REQUIREMENTS OF THE CITY OF AUSTIN ENVIRONMENTAL CRITERIA MANUAL, AND STANDARD SPECIFICATION 604S OR 609S.  TABLE 1: HYDROMULCHING FOR TEMPORARY VEGETATIVE STABILIZATION  PERMANENT VEGETATIVE STABILIZATION:  1. FROM SEPTEMBER 15 TO MARCH 1, SEEDING IS CONSIDERED TO BE TEMPORARY FROM SEPTEMBER 15 TO MARCH 1, SEEDING IS CONSIDERED TO BE TEMPORARY STABILIZATION ONLY. IF COOL SEASON COVER CROPS EXIST WHERE PERMANENT VEGETATIVE STABILIZATION IS DESIRED, THE GRASSES SHALL BE MOWED TO A HEIGHT OF LESS THAN ONE-HALF (½) INCH AND THE AREA SHALL BE RE-SEEDED IN ACCORDANCE WITH TABLE 2 BELOW. ALTERNATIVELY, THE COOL SEASON COVER CROP CAN BE MIXED WITH BERMUDAGRASS OR NATIVE SEED AND INSTALLED TOGETHER, UNDERSTANDING THAT GERMINATION OF WARM-SEASON SEED TYPICALLY REQUIRES SOIL TEMPERATURES OF 60 TO 70 DEGREES.  2. FROM MARCH 2 TO SEPTEMBER 14, SEEDING SHALL BE WITH HULLED BERMUDA AT A RATE FROM MARCH 2 TO SEPTEMBER 14, SEEDING SHALL BE WITH HULLED BERMUDA AT A RATE OF 45 POUNDS PER ACRE WITH A PURITY OF 95% AND A MINIMUM PURE LIVE SEED (PLS) OF 0.83. BERMUDA GRASS IS A WARM SEASON GRASS AND IS CONSIDERED PERMANENT EROSION CONTROL. PERMANENT VEGETATIVE STABILIZATION CAN ALSO BE ACCOMPLISHED WITH A NATIVE PLANT SEED MIX CONFORMING TO ITEM 604S OR 609S.  A. FERTILIZER USE SHALL FOLLOW THE RECOMMENDATION OF A SOIL TEST. SEE ITEM 606S, FERTILIZER USE SHALL FOLLOW THE RECOMMENDATION OF A SOIL TEST. SEE ITEM 606S, FERTILIZER. APPLICATIONS OF FERTILIZER (AND PESTICIDE) ON CITY-OWNED AND MANAGED PROPERTY REQUIRES THE YEARLY SUBMITTAL OF A PESTICIDE AND FERTILIZER APPLICATION RECORD, ALONG WITH A CURRENT COPY OF THE APPLICATOR'S LICENSE. FOR CURRENT COPY OF THE RECORD TEMPLATE CONTACT THE CITY OF AUSTIN'S IPM COORDINATOR.  B. HYDROMULCH SHALL COMPLY WITH TABLE 2, BELOW.  HYDROMULCH SHALL COMPLY WITH TABLE 2, BELOW.  C. WATER THE SEEDED AREAS IMMEDIATELY AFTER INSTALLATION TO ACHIEVE GERMINATION WATER THE SEEDED AREAS IMMEDIATELY AFTER INSTALLATION TO ACHIEVE GERMINATION AND A HEALTHY STAND OF PLANTS THAT CAN ULTIMATELY SURVIVE WITHOUT SUPPLEMENTAL WATER. APPLY THE WATER UNIFORMLY TO THE PLANTED AREAS WITHOUT CAUSING DISPLACEMENT OR EROSION OF THE MATERIALS OR SOIL. MAINTAIN THE SEEDBED IN A MOIST CONDITION FAVORABLE FOR PLANT GROWTH. ALL WATERING SHALL COMPLY WITH CITY CODE CHAPTER 6-4 (WATER CONSERVATION), AT RATES AND FREQUENCIES DETERMINED BY A LICENSED IRRIGATOR OR OTHER QUALIFIED PROFESSIONAL, AND AS ALLOWED BY THE AUSTIN WATER UTILITY AND CURRENT WATER RESTRICTIONS AND WATER CONSERVATION INITIATIVES.  D. PERMANENT EROSION CONTROL SHALL BE ACCEPTABLE WHEN THE GRASS HAS GROWN PERMANENT EROSION CONTROL SHALL BE ACCEPTABLE WHEN THE GRASS HAS GROWN AT LEAST 1½ INCHES HIGH WITH A MINIMUM OF 95 PERCENT FOR THE NON-NATIVE MIX, AND 95 PERCENT COVERAGE FOR THE NATIVE MIX SO THAT ALL AREAS OF A SITE THAT RELY ON VEGETATION FOR STABILITY MUST BE UNIFORMLY VEGETATED, AND PROVIDED THERE ARE NO BARE SPOTS LARGER THAN 10 SQUARE FEET.  E. WHEN REQUIRED, NATIVE PLANT SEEDING SHALL COMPLY WITH REQUIREMENTS OF THE WHEN REQUIRED, NATIVE PLANT SEEDING SHALL COMPLY WITH REQUIREMENTS OF THE CITY OF AUSTIN ENVIRONMENTAL CRITERIA MANUAL, ITEMS 604S AND 609S.  TABLE 2: HYDROMULCHING FOR PERMANENT VEGETATIVE STABILIZATION 10. DEVELOPER INFORMATION:  DEVELOPER INFORMATION:  OWNER _______  PHONE # _______  ADDRESS _______  OWNER'S REPRESENTATIVE RESPONSIBLE FOR PLAN ALTERATIONS: _______  PHONE # _______  PERSON OR FIRM RESPONSIBLE FOR EROSION/SEDIMENTATION CONTROL MAINTENANCE: _______  PHONE # _______  PERSON OR FIRM RESPONSIBLE FOR TREE/NATURAL AREA PROTECTION MAINTENANCE: _______  PHONE # _______  11. THE CONTRACTOR SHALL NOT DISPOSE OF SURPLUS EXCAVATED MATERIAL FROM THE SITE THE CONTRACTOR SHALL NOT DISPOSE OF SURPLUS EXCAVATED MATERIAL FROM THE SITE WITHOUT NOTIFYING THE DEVELOPMENT SERVICES DEPARTMENT AT 512-974-2278 AT LEAST 48 HOURS PRIOR WITH THE LOCATION AND A COPY OF THE PERMIT ISSUED TO RECEIVE THE MATERIAL.  APPENDIX P-2: - CITY OF AUSTIN STANDARD NOTES FOR TREE AND NATURAL AREA PROTECTION  1. ALL TREES AND NATURAL AREAS SHOWN ON PLAN TO BE PRESERVED SHALL BE ALL TREES AND NATURAL AREAS SHOWN ON PLAN TO BE PRESERVED SHALL BE PROTECTED DURING CONSTRUCTION WITH TEMPORARY FENCING.  2. PROTECTIVE FENCES SHALL BE ERECTED ACCORDING TO CITY OF AUSTIN STANDARDS FOR PROTECTIVE FENCES SHALL BE ERECTED ACCORDING TO CITY OF AUSTIN STANDARDS FOR TREE PROTECTION.  3. PROTECTIVE FENCES SHALL BE INSTALLED PRIOR TO THE START OF ANY SITE PREPARATION PROTECTIVE FENCES SHALL BE INSTALLED PRIOR TO THE START OF ANY SITE PREPARATION WORK (CLEARING, GRUBBING OR GRADING), AND SHALL BE MAINTAINED THROUGHOUT ALL PHASES OF THE CONSTRUCTION PROJECT.  4. EROSION AND SEDIMENTATION CONTROL BARRIERS SHALL BE INSTALLED OR MAINTAINED IN EROSION AND SEDIMENTATION CONTROL BARRIERS SHALL BE INSTALLED OR MAINTAINED IN A MANNER WHICH DOES NOT RESULT IN SOIL BUILD-UP WITHIN TREE DRIP LINES.  5. PROTECTIVE FENCES SHALL SURROUND THE TREES OR GROUP OF TREES, AND WILL BE PROTECTIVE FENCES SHALL SURROUND THE TREES OR GROUP OF TREES, AND WILL BE LOCATED AT THE OUTERMOST LIMIT OF BRANCHES (DRIP LINE) , FOR NATURAL AREAS, PROTECTIVE FENCES SHALL FOLLOW THE LIMIT OF CONSTRUCTION LINE, IN ORDER TO PREVENT THE FOLLOWING:  A. SOIL COMPACTION IN THE ROOT ZONE AREA RESULTING FROM VEHICULAR TRAFFIC OR SOIL COMPACTION IN THE ROOT ZONE AREA RESULTING FROM VEHICULAR TRAFFIC OR STORAGE OF EQUIPMENT OR MATERIALS;  B. ROOT ZONE DISTURBANCES DUE TO GRADE CHANGES (GREATER THAN 6 INCHES CUT ROOT ZONE DISTURBANCES DUE TO GRADE CHANGES (GREATER THAN 6 INCHES CUT OR FILL), OR TRENCHING NOT REVIEWED AND AUTHORIZED BY THE CITY ABORIST;  C. WOUNDS TO EXPOSED ROOTS, TRUNK OR LIMBS BY MECHANICAL EQUIPMENT;  WOUNDS TO EXPOSED ROOTS, TRUNK OR LIMBS BY MECHANICAL EQUIPMENT;  D. OTHER ACTIVITIES DETRIMENTAL TO TREES SUCH AS CHEMICAL STORAGE, CEMENT OTHER ACTIVITIES DETRIMENTAL TO TREES SUCH AS CHEMICAL STORAGE, CEMENT TRUCK CLEANING, AND FIRES.  6. EXCEPTIONS TO INSTALLING FENCES AT TREE DRIP LINES MAY BE PERMITTED IN THE EXCEPTIONS TO INSTALLING FENCES AT TREE DRIP LINES MAY BE PERMITTED IN THE FOLLOWING CASES:  A. WHERE THERE IS TO BE AN APPROVED GRADE CHANGE, IMPERMEABLE PAVING SURFACE, WHERE THERE IS TO BE AN APPROVED GRADE CHANGE, IMPERMEABLE PAVING SURFACE, TREE WELL, OR OTHER SUCH SITE DEVELOPMENT, ERECT THE FENCE APPROXIMATELY 2 TO 4 FEET BEYOND THE AREA DISTURBED;  B. WHERE PERMEABLE PAVING IS TO BE INSTALLED WITHIN A TREE'S DRIP LINE, ERECT THE WHERE PERMEABLE PAVING IS TO BE INSTALLED WITHIN A TREE'S DRIP LINE, ERECT THE FENCE AT THE OUTER LIMITS OF THE PERMEABLE PAVING AREA (PRIOR TO SITE GRADING SO THAT THIS AREA IS GRADED SEPARATELY PRIOR TO PAVING INSTALLATION TO MINIMIZED ROOT DAMAGE);  C. WHERE TREES ARE CLOSE TO PROPOSED BUILDINGS, ERECT THE FENCE TO ALLOW 6 TO WHERE TREES ARE CLOSE TO PROPOSED BUILDINGS, ERECT THE FENCE TO ALLOW 6 TO 10 FEET OF WORK SPACE BETWEEN THE FENCE AND THE BUILDING;  D. WHERE THERE ARE SEVERE SPACE CONSTRAINTS DUE TO TRACT SIZE, OR OTHER WHERE THERE ARE SEVERE SPACE CONSTRAINTS DUE TO TRACT SIZE, OR OTHER SPECIAL REQUIREMENTS, CONTACT THE CITY ARBORIST AT 974-1876 TO DISCUSS ALTERNATIVES.  SPECIAL NOTE: FOR THE PROTECTION OF NATURAL AREAS, NO EXCEPTIONS TO INSTALLING FENCES AT THE LIMIT OF CONSTRUCTION LINE WILL BE PERMITTED.  7. WHERE ANY OF THE ABOVE EXCEPTIONS RESULT IN A FENCE BEING CLOSER THAN 4 FEET WHERE ANY OF THE ABOVE EXCEPTIONS RESULT IN A FENCE BEING CLOSER THAN 4 FEET TO A TREE TRUNK, PROTECT THE TRUNK WITH STRAPPED-ON PLANKING TO A HEIGHT OF 8 FT (OR TO THE LIMITS OF LOWER BRANCHING) IN ADDITION TO THE REDUCED FENCING PROVIDED.  8. TREES APPROVED FOR REMOVAL SHALL BE REMOVED IN A MANNER WHICH DOES NOT TREES APPROVED FOR REMOVAL SHALL BE REMOVED IN A MANNER WHICH DOES NOT IMPACT TREES TO BE PRESERVED.  9. ANY ROOTS EXPOSED BY CONSTRUCTION ACTIVITY SHALL BE PRUNED FLUSH WITH THE ANY ROOTS EXPOSED BY CONSTRUCTION ACTIVITY SHALL BE PRUNED FLUSH WITH THE SOIL. BACKFILL ROOT AREAS WITH GOOD QUALITY TOP SOIL AS SOON AS POSSIBLE. IF EXPOSED ROOT AREAS ARE NOT BACKFILLED WITHIN 2 DAYS, COVER THEM WITH ORGANIC MATERIAL IN A MANNER WHICH REDUCES SOIL TEMPERATURE AND MINIMIZES WATER LOSS DUE TO EVAPORATION.  10. ANY TRENCHING REQUIRED FOR THE INSTALLATION OF LANDSCAPE IRRIGATION SHALL BE ANY TRENCHING REQUIRED FOR THE INSTALLATION OF LANDSCAPE IRRIGATION SHALL BE PLACED AS FAR FROM EXISTING TREE TRUNKS AS POSSIBLE.  11. NO LANDSCAPE TOPSOIL DRESSING GREATER THAN 4 INCHES SHALL BE PERMITTED WITHIN NO LANDSCAPE TOPSOIL DRESSING GREATER THAN 4 INCHES SHALL BE PERMITTED WITHIN THE DRIP LINE OF TREES. NO SOIL IS PERMITTED ON THE ROOT FLARE OF ANY TREE.  12. PRUNING TO PROVIDE CLEARANCE FOR STRUCTURES, VEHICULAR TRAFFIC AND EQUIPMENT PRUNING TO PROVIDE CLEARANCE FOR STRUCTURES, VEHICULAR TRAFFIC AND EQUIPMENT SHALL TAKE PLACE BEFORE DAMAGE OCCURS (RIPPING OF BRANCHES, ETC.).  13. ALL FINISHED PRUNING SHALL BE DONE ACCORDING TO RECOGNIZED, APPROVED ALL FINISHED PRUNING SHALL BE DONE ACCORDING TO RECOGNIZED, APPROVED STANDARDS OF THE INDUSTRY (REFERENCE THE NATIONAL ARBORIST ASSOCIATION PRUNING STANDARDS FOR SHADE TREES AVAILABLE ON REQUEST FROM THE CITY ARBORIST).  14. DEVIATIONS FROM THE ABOVE NOTES MAY BE CONSIDERED ORDINANCE VIOLATIONS IF DEVIATIONS FROM THE ABOVE NOTES MAY BE CONSIDERED ORDINANCE VIOLATIONS IF THERE IS SUBSTANTIAL NON-COMPLIANCE OR IF A TREE SUSTAINS DAMAGE AS A RESULT.  APPENDIX P-4: - STANDARD SEQUENCE OF CONSTRUCTION  THE FOLLOWING SEQUENCE OF CONSTRUCTION SHALL BE USED FOR ALL DEVELOPMENT. THE APPLICANT IS ENCOURAGED TO PROVIDE ANY ADDITIONAL DETAILS APPROPRIATE FOR THE PARTICULAR DEVELOPMENT.  1. TEMPORARY EROSION AND SEDIMENTATION CONTROLS ARE TO BE INSTALLED AS INDICATED TEMPORARY EROSION AND SEDIMENTATION CONTROLS ARE TO BE INSTALLED AS INDICATED ON THE APPROVED SITE PLAN OR SUBDIVISION CONSTRUCTION PLAN AND IN ACCORDANCE WITH THE EROSION SEDIMENTATION CONTROL PLAN (ESC) AND STORMWATER POLLUTION PREVENTION PLAN (SWPPP) THAT IS REQUIRED TO BE POSTED ON THE SITE. INSTALL TREE PROTECTION, INITIATE TREE MITIGATION MEASURES AND CONDUCT "PRE - CONSTRUCTION" TREE FERTILIZATION (IF APPLICABLE).  2. THE ENVIRONMENTAL PROJECT MANAGER OR SITE SUPERVISOR MUST CONTACT THE THE ENVIRONMENTAL PROJECT MANAGER OR SITE SUPERVISOR MUST CONTACT THE DEVELOPMENT SERVICES DEPARTMENT, ENVIRONMENTAL INSPECTION, AT 512-974-2278, 72 HOURS PRIOR TO THE SCHEDULED DATE OF THE REQUIRED ON-SITE PRECONSTRUCTION MEETING.  3. THE ENVIRONMENTAL PROJECT MANAGER, AND/OR SITE SUPERVISOR, AND/OR DESIGNATED THE ENVIRONMENTAL PROJECT MANAGER, AND/OR SITE SUPERVISOR, AND/OR DESIGNATED RESPONSIBLE PARTY, AND THE GENERAL CONTRACTOR WILL FOLLOW THE EROSION SEDIMENTATION CONTROL PLAN (ESC) AND STORM WATER POLLUTION PREVENTION PLAN (SWPPP) POSTED ON THE SITE. TEMPORARY EROSION AND SEDIMENTATION CONTROLS WILL BE REVISED, IF NEEDED, TO COMPLY WITH CITY INSPECTORS' DIRECTIVES, AND REVISED CONSTRUCTION SCHEDULE RELATIVE TO THE WATER QUALITY PLAN REQUIREMENTS AND THE EROSION PLAN.  4. ROUGH GRADE THE POND(S) AT 100% PROPOSED CAPACITY. EITHER THE PERMANENT ROUGH GRADE THE POND(S) AT 100% PROPOSED CAPACITY. EITHER THE PERMANENT OUTLET STRUCTURE OR A TEMPORARY OUTLET MUST BE CONSTRUCTED PRIOR TO DEVELOPMENT OF EMBANKMENT OR EXCAVATION THAT LEADS TO PONDING CONDITIONS. THE OUTLET SYSTEM MUST CONSIST OF A SUMP PIT OUTLET AND AN EMERGENCY SPILLWAY MEETING THE REQUIREMENTS OF THE DRAINAGE CRITERIA MANUAL AND/OR THE ENVIRONMENTAL CRITERIA MANUAL, AS REQUIRED. THE OUTLET SYSTEM SHALL BE PROTECTED FROM EROSION AND SHALL BE MAINTAINED THROUGHOUT THE COURSE OF CONSTRUCTION UNTIL INSTALLATION OF THE PERMANENT WATER QUALITY POND(S).  5. TEMPORARY EROSION AND SEDIMENTATION CONTROLS WILL BE INSPECTED AND MAINTAINED TEMPORARY EROSION AND SEDIMENTATION CONTROLS WILL BE INSPECTED AND MAINTAINED IN ACCORDANCE WITH THE EROSION SEDIMENTATION CONTROL PLAN (ESC) AND STORM WATER POLLUTION PREVENTION PLAN (SWPPP) POSTED ON THE SITE.  6. BEGIN SITE CLEARING/CONSTRUCTION (OR DEMOLITION) ACTIVITIES.  BEGIN SITE CLEARING/CONSTRUCTION (OR DEMOLITION) ACTIVITIES.  7. IN THE BARTON SPRINGS ZONE, THE ENVIRONMENTAL PROJECT MANAGER OR SITE IN THE BARTON SPRINGS ZONE, THE ENVIRONMENTAL PROJECT MANAGER OR SITE SUPERVISOR WILL SCHEDULE A MID-CONSTRUCTION CONFERENCE TO COORDINATE CHANGES IN THE CONSTRUCTION SCHEDULE AND EVALUATE EFFECTIVENESS OF THE EROSION CONTROL PLAN AFTER POSSIBLE CONSTRUCTION ALTERATIONS TO THE SITE. PARTICIPANTS SHALL INCLUDE THE CITY INSPECTOR, PROJECT ENGINEER, GENERAL CONTRACTOR AND ENVIRONMENTAL PROJECT MANAGER OR SITE SUPERVISOR. THE ANTICIPATED COMPLETION DATE AND FINAL CONSTRUCTION SEQUENCE AND INSPECTION SCHEDULE WILL BE COORDINATED WITH THE APPROPRIATE CITY INSPECTOR.  8. PERMANENT WATER QUALITY PONDS OR CONTROLS WILL BE CLEANED OUT AND FILTER PERMANENT WATER QUALITY PONDS OR CONTROLS WILL BE CLEANED OUT AND FILTER MEDIA WILL BE INSTALLED PRIOR TO/CONCURRENTLY WITH REVEGETATION OF SITE.  9. COMPLETE CONSTRUCTION AND START REVEGETATION OF THE SITE AND INSTALLATION OF COMPLETE CONSTRUCTION AND START REVEGETATION OF THE SITE AND INSTALLATION OF LANDSCAPING.  10. UPON COMPLETION OF THE SITE CONSTRUCTION AND REVEGETATION OF A PROJECT SITE, UPON COMPLETION OF THE SITE CONSTRUCTION AND REVEGETATION OF A PROJECT SITE, THE DESIGN ENGINEER SHALL SUBMIT AN ENGINEER'S LETTER OF CONCURRENCE BEARING THE ENGINEER'S SEAL, SIGNATURE, AND DATE TO THE DEVELOPMENT SERVICES DEPARTMENT INDICATING THAT CONSTRUCTION, INCLUDING REVEGETATION, IS COMPLETE AND IN SUBSTANTIAL COMPLIANCE WITH THE APPROVED PLANS. AFTER RECEIVING THIS LETTER, A FINAL INSPECTION WILL BE SCHEDULED BY THE APPROPRIATE CITY INSPECTOR.  11. UPON COMPLETION OF LANDSCAPE INSTALLATION OF A PROJECT SITE, THE LANDSCAPE UPON COMPLETION OF LANDSCAPE INSTALLATION OF A PROJECT SITE, THE LANDSCAPE ARCHITECT SHALL SUBMIT A LETTER OF CONCURRENCE TO THE DEVELOPMENT SERVICES DEPARTMENT INDICATING THAT THE REQUIRED LANDSCAPING IS COMPLETE AND IN SUBSTANTIAL CONFORMITY WITH THE APPROVED PLANS. AFTER RECEIVING THIS LETTER, A FINAL INSPECTION WILL BE SCHEDULED BY THE APPROPRIATE CITY INSPECTOR.  12. AFTER A FINAL INSPECTION HAS BEEN CONDUCTED BY THE CITY INSPECTOR AND WITH AFTER A FINAL INSPECTION HAS BEEN CONDUCTED BY THE CITY INSPECTOR AND WITH APPROVAL FROM THE CITY INSPECTOR, REMOVE THE TEMPORARY EROSION AND SEDIMENTATION CONTROLS AND COMPLETE ANY NECESSARY FINAL REVEGETATION RESULTING FROM REMOVAL OF THE CONTROLS. CONDUCT ANY MAINTENANCE AND REHABILITATION OF THE WATER QUALITY PONDS OR CONTROLS.  ADDITIONAL NOTES: 1. IF DISTURBED AREA IS NOT TO BE WORKED ON FOR MORE THAN 14 DAYS, DISTURBED IF DISTURBED AREA IS NOT TO BE WORKED ON FOR MORE THAN 14 DAYS, DISTURBED AREA NEEDS TO BE STABILIZED BY REVEGETATION, MULCH, TARP OR REVEGETATION MATTING. 2. ENVIRONMENTAL INSPECTOR HAS THE AUTHORITY TO ADD AND/OR MODIFY ENVIRONMENTAL INSPECTOR HAS THE AUTHORITY TO ADD AND/OR MODIFY EROSION/SEDIMENTATION CONTROLS ON SITE TO KEEP PROJECT IN-COMPLIANCE WITH THE CITY OF AUSTIN RULES AND REGULATIONS. 3. CONTRACTOR SHALL UTILIZE DUST CONTROL MEASURES DURING THE SITE CONSTRUCTION CONTRACTOR SHALL UTILIZE DUST CONTROL MEASURES DURING THE SITE CONSTRUCTION SUCH AS IRRIGATION TRUCK SAND MULCHING AS PER ECM 1.4.5(A), OR AS DIRECTED BY THE ENVIRONMENTAL INSPECTOR. 4. CONTRACTOR WILL CLEAN UP SPOILS THAT MIGRATE ONTO THE ROADS A MINIMUM OF ONCE CONTRACTOR WILL CLEAN UP SPOILS THAT MIGRATE ONTO THE ROADS A MINIMUM OF ONCE DAILY. 5. NO MORE THAN 2000 FEET OF CONSTRUCTION ZONE SHALL BE OPEN AT ANY TIME  WITH NO MORE THAN 2000 FEET OF CONSTRUCTION ZONE SHALL BE OPEN AT ANY TIME  WITH CLEAN UP AND RESTORATION WORK OCCURRING BEFORE PROCEEDING TO THE NEXT SECTION. THE CONTRACTOR IS REQUIRED TO RESTORE ALL DISTURBED AREAS AS THE WORK PROGRESSES.  6. AREAS OF DISTURBANCE REQUIRE NATIVE GRASSLAND SEEDING AND PLANTING PER CITY OF AREAS OF DISTURBANCE REQUIRE NATIVE GRASSLAND SEEDING AND PLANTING PER CITY OF AUSTIN STANDARD SPECIFICATION 609S, INCLUDING TOPSOIL AND SEED BED PREPARATION, TEMPORARY IRRIGATION, AND WEED MAINTENANCE.  7. WHEN INSTALLING MULCH, IF DAYLIGHT CAN BE SEEN UNDER MULCH LOG DUE TO WHEN INSTALLING MULCH, IF DAYLIGHT CAN BE SEEN UNDER MULCH LOG DUE TO TOPOGRAPHIC CHANGES, ADD ADDITIONAL ROWS OF MULCH LOG TO CLOSE GAPS.  8. ALL EQUIPMENT AND SPOILS TO BE REMOVED FROM THE CREEK, THE CRITICAL WATER ALL EQUIPMENT AND SPOILS TO BE REMOVED FROM THE CREEK, THE CRITICAL WATER QUALITY ZONE, AND 100 YEAR FLOODPLAIN NIGHTLY.  9. INITIATE PERMANENT STABILIZATION IMMEDIATELY ONCE WORK HAS CEASED AND FINAL INITIATE PERMANENT STABILIZATION IMMEDIATELY ONCE WORK HAS CEASED AND FINAL GRADE HAS BEEN ACHIEVED IN ANY GIVEN AREA.  10. THE FINAL STABILIZATION/REVEGETATION EFFORTS SHALL BE IN ACCORDANCE WITH THE THE FINAL STABILIZATION/REVEGETATION EFFORTS SHALL BE IN ACCORDANCE WITH THE APPROVED RESTORATION PLAN DETAILS AND SPECIFICATIONS.  11. ALL 3:1 SLOPES OR STEEPER REQUIRE SOIL RETENTION BLANKET (SRB). ALL 3:1 SLOPES OR STEEPER REQUIRE SOIL RETENTION BLANKET (SRB). 12. THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING ADEQUATE WATERING/IRRIGATION TO THE CONTRACTOR IS RESPONSIBLE FOR PROVIDING ADEQUATE WATERING/IRRIGATION TO ACHIEVE THE PERMANENT STABILIZATION REQUIREMENTS IN ALL DISTURBED/REVEGETATED AREAS BEFORE FINAL ACCEPTANCE FOR THIS PROJECT CAN BE OBTAINED.  13. ALL DISTURBED/BARE AREAS WILL REQUIRE PERMANENT STABILIZATION BEFORE FINAL ALL DISTURBED/BARE AREAS WILL REQUIRE PERMANENT STABILIZATION BEFORE FINAL ACCEPTANCE CAN BE ACHIEVED. AVOID DISTURBING AREAS OF THE PROJECT THAT ARE NOT NECESSARY FOR CONSTRUCTION.  14. ANY DISTURBED AREA(S) NOT INDICATED TO BE RESTORED ON THE RESTORATION PLAN ANY DISTURBED AREA(S) NOT INDICATED TO BE RESTORED ON THE RESTORATION PLAN REQUIRES THE SAME EFFORTS AS THOSE INDICATED.  15. ALL DISTURBED AREAS MUST MEET THE REQUIREMENT FOR PERMANENT STABILIZATION.  ALL DISTURBED AREAS MUST MEET THE REQUIREMENT FOR PERMANENT STABILIZATION.  16. THE NOTICE OF TERMINATION (NOT) FOR THIS PROJECT SHALL NOT BE SUBMITTED UNTIL THE NOTICE OF TERMINATION (NOT) FOR THIS PROJECT SHALL NOT BE SUBMITTED UNTIL THE TRAVIS COUNTY ENVIRONMENTAL INSPECTOR APPROVES CLEARANCE.  
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THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.
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SEE NOTE 2

BU
R

Y 
D

EP
TH

4'
 M

IN
. -

 5
' M

AX
.

FIRE HYDRANT
TO BE SET

PLUMB

GROUNDLINE
GROOVE

GRAVEL
DRAIN
SEE NOTE 4

24" MIN.

12
" M

IN
.

2" MIN.
8" MAX.

12"x12''x4" CONCRETE
BLOCK, CLASS A

6" DI CLASS 350 OR
C900 PVC PIPE (TYP.)

SEE  INSTALLATION
TYPES

RESTRAINED JOINTS (TYP.)
SEE NOTE 3

CURB & GUTTERPAVEMENT

THRUST BLOCKING
REQUIRED FOR
PIPE SIZE AND
SOIL CONDITION

COMPACTED BASE

6" GATE VALVE AND CASTING
SEE STD. DETAIL 511-AW-01

SEE CONNECTION
OPTIONS BELOW

OPTION 1

6" FLG.
TEE

6"  FLG x MJ
GATE VALVE

OPTION 2 OPTION 3

6"  MJ x MJ
GATE VALVE

6"  MJ x MJ
GATE VALVE

6" SWIVEL TEE
(F.H. TEE) 6" MJ TEE
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INSTALLATION ON DEEP WATER MAIN
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THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

NO MORE THAN 2 BENDS
SHALL BE UTILIZED. BENDS
SHALL BE 11 14°, 22 12°, OR 45°.

6" DI CLASS 350 OR
C900 PVC PIPE (TYP.)

RESTRAINED JOINTS (TYP.)
SEE NOTE 3

INSTALLATION ON DEEP WATER MAIN WITH 90° BEND

FIRE HYDRANT
BARREL

FIRE HYDRANT
BARREL

6" DI CLASS 350
OR C900 PVC
PIPE (TYP.)

RESTRAINED JOINTS (TYP.)
SEE NOTE 3

6"x90° BEND MJxMJ
LAY AT 45° ANGLE
TO HORIZONTAL

FIRE HYDRANT
BARREL

6"x45° BEND MJxMJ

6" DI CLASS 350 OR
C900 PVC PIPE (TYP.)

SIDE VIEW

BACK VIEW 6"x90° BEND MJxMJ
LAY AT 45° ANGLE
TO HORIZONTAL

18" MIN. OF 6" DI CLASS 350
OR C900 PVC PIPE (TYP.)

6" DI CLASS 350
OR C900 PVC
PIPE (TYP.)

6"x45° BEND MJxMJ

NOTES: APPLICABLE TO ALL INSTALLATION TYPES.

1. NO PART OF A HYDRANT OR ITS NOZZLE CAPS SHALL BE WITHIN 6" OF ANY SIDEWALK OR
PEDESTRIAN RAMP.  ANY FIRE HYDRANT PLACED NEAR A STREET CORNER SHALL BE LOCATED
OUTSIDE THE CURVE RADIUS AND A MINIMUM OF 4' FROM RAMPS.

2. ONE BARREL EXTENSION NOT EXCEEDING 2' LENGTH MAY BE INSTALLED DIRECTLY BELOW THE
FIRE HYDRANT IN ORDER TO MEET THE REQUIRED BURY DEPTH OF 4' - 5'.  BREAK AWAY BOLTS
(SHOE TYPES) SHALL BE PROPERLY SPACED AND PLACED.

3. FIRE LINE SHALL HAVE ALL JOINTS RESTRAINED FROM MAIN TO FIRE HYDRANT.  JOINTS SHOWN
MAY VARY.  SEE SPL WW-27, WW-27A, AND WW-27B FOR RESTRAINT OPTIONS.

4. BELOW EACH HYDRANT, A DRAINAGE PIT 24" IN DIAMETER AND 12" DEEP SHALL BE EXCAVATED
AND FILLED WITH COMPACTED COARSE GRAVEL OR BROKEN STONE MIXED WITH COARSE SAND
UNDER AND AROUND THE BOWL OF THE HYDRANT, AND TO A LEVEL 12" ABOVE THE HYDRANT
DRAIN OPENING (SEE STD. SPEC. 510).  THE HYDRANT DRAINAGE PIT SHALL NOT BE CONNECTED
TO A SANITARY SEWER.  THE DRAIN GRAVEL SHALL BE COVERED WITH FILTER FABRIC PER STD.
SPEC. 620S.  FOR PRV, GRAVEL SHALL EXTEND UNDER THE PRV VAULT 12" MIN. DEPTH UNDER
THE VAULT AND 6" MIN. BEYOND VAULT.

5. FOR FIRE HYDRANT LEADS AT A MAIN OUTLET LARGER THAN 6" DIAMETER, OUTLET SHALL BE
FLANGED AND A FLG x FLG REDUCER SHALL BE INSTALLED DIRECTLY ON THE OUTLET.

6. WRAP 8 MIL. POLY-FILM WRAP ON ALL BURIED PIPE AND FITTINGS.
7. FOR HYDRANTS WITH PRV: CLASS III RCP VAULT 60" MIN. I.D. WITH REINFORCED PRECAST

CONCRETE LID (AASHTO H-20 LOADING) WITH COA FRAME AND 32" COVER WITH LETTERING
MODIFIED FOR WATER.

INSTALLATION ON WATER MAIN WITH
PRESSURE REDUCING VALVE (PRV)

RESTRAINED JOINTS (TYP.)
SEE NOTE 3

CURB &
GUTTER

FIRE HYDRANT
BARREL

FLOW

6" DI CLASS
350  PIPE

(TYP.)

12" MIN.6" MIN.

SEE NOTE 7

6" PRV

GRAVEL DRAIN.
SEE NOTE 4

CONNECTION TO MAIN

MJxMJ ADAPTER
SPL WW-27B

WATER MAIN

THE AREA THREE FEET (3') AROUND THE FIRE
HYDRANT SHALL BE CLEAR OF ALL OBSTRUCTIONS
GREATER THAN SIX INCHES (6") ABOVE FINAL GRADE.

R
ES

TR
AI

N
ED

JO
IN

TS
 (T

YP
.)

SE
E 

N
O

TE
 3

RESTRAINED JOINTS (TYP.)
SEE NOTE 3

24
" M

IN
.

18" MIN. FACE OF CURB
TO STEAMER NOZZLE

1' MIN. FROM BACK OF CURB
TO EDGE OF VAULT

6" DI CLASS 350
PIPE (TYP.)
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THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

NOTES:

1. EXTERIOR SURFACES OF EXPOSED AIR VENT PIPE AND DI SUPPORT PIPE SHALL BE PAINTED PER
SPL WW-3C.  POTABLE WATER PIPE SHALL BE PAINTED SAFETY BLUE.

2. AIR VENT PIPE INSTALLATION SHALL BE AS NEAR AS PRACTICAL TO RIGHT-OF-WAY LINE WITH
MINIMUM CLEARANCE OF 18" FROM ANY OBSTACLE.

3. HDPE METER BOX PENETRATION SHALL BE CORE BIT DRILLED. VOID SHALL BE FILLED WITH
LINKSEAL LS 300 OR APPROVED EQUAL.

4. COMPACTED COARSE GRAVEL OR BROKEN STONE MIXED WITH SAND SLOPED TO DRAIN.
5. IN UNDEVELOPED AREAS, THE AIR VENT PIPE SHALL BE 4' MIN. IN HEIGHT SUPPORTED BY A 4" DIA.

DI PIPE WHICH HAS BEEN FILLED WITH CONCRETE (SUPPORT PIPE SHALL BE 6' LONG, BURIED IN
CLASS A CONCRETE OR CLSM 3' BELOW FINAL GRADE AND EXTENDING 3' ABOVE FINAL GRADE).
INSTALL ONE DELINEATOR STAKE WITHIN 3' OF THE VAULT ON THE VEHICULAR ACCESS SIDE OF
VAULT OR AS DIRECTED BY AUSTIN WATER.  DELINEATOR SHALL BE BLUE FOR POTABLE WATER
AND SHALL EXTEND AT LEAST 60" ABOVE GROUND.  DELINEATORS SHALL HAVE 2" WIDE, WHITE IN
COLOR, TYPE I REFLECTIVE TAPE MOUNTED DIAGONALLY AT 12" SPACING ON BOTH SIDES.  IN
DEVELOPED AREAS, THE AIR VENT PIPE SHALL BE 8" - 12" IN HEIGHT AND LOCATED NOT TO
CONFLICT WITH SIDEWALK, DRIVEWAY, OR OTHER PEDESTRIAN TRAFFIC.

6. THE AIR VALVE AND ASSOCIATED PIPING SHALL BE INSTALLED ABOVE THE HIGHEST ELEVATION OF
THE WATER MAIN. AIR VALVE PIPING, FROM THE WATER MAIN TO THE AIR VALVE, SHALL MAINTAIN
A CONSTANT RISE, WITH NO DIPS, TO THE TOP OF THE GROUND.

1'' OR 2'' AIR RELEASE OR AIR/VACUUM VALVE
SPL WW-367, WW-462, WW-462A OR WW-462B

AS INDICATED ON PLANS.
* THREAD TO COMPRESSION

BRASS ELBOW ALLOWED IF
NECESSARY DUE TO DEPTH
LIMITATIONS

2" COPPER PER SPL WW-613
OR 2" HDPE PER SPL WW-65
FOR POTABLE, AND SPL
WW-65A FOR RECLAIMED

GRAVEL - SEE NOTE 4

1'' PIPE WEEP HOLE WITH
(1'x1'x1') ROCK OR GRAVEL
DRAIN POCKET

1'' OR 2'' GALV. IRON PIPE

SIDEWALK
CURB &

GUTTER

CORPORATION COCK *

BALL VALVE
SPL WW-275

BRICK OR PIPE
EXTENSION IF REQUIRED

R
.O

.W
.

SCREEN COVER VENT
CAP (#401 CLAY AND
BAILEY MFG. CO. OR
EQUIVALENT)

BOLTED CAST COUPLING (UNION,
BLACK DRESSER OR EQUIVALENT)

LOCATE AS SPECIFIED
ON DRAWINGS

HDPE METER BOX, SPL WW-145A

SEE NOTE 4

1" - 2" AIR RELEASE OR AIR/VACUUM VALVE INSTALLATION - TYPE I
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THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

A. GATE VALVE (FLG x FLG). GATE VALVE SHALL NOT BE INSTALLED DIRECTLY ABOVE WATER MAIN.
B. PIPE FLG x FACTORY RESTRAINED JOINT SPIGOT END.
C. 90° BEND w/FACTORY RESTRAINED JOINT BELL ENDS, SPL WW-27F.
D. FOR DI MAIN: WELDED-ON OUTLET w/FACTORY RESTRAINED JOINT SPIGOT END.

FOR STEEL/CSC MAIN: WELDED-ON FLANGED OUTLET w/ISOLATION KIT AND FLG x FACTORY 
RESTRAINED SPIGOT END.

E. 90° BEND (FLG x FLG).
F. CLASS III RCP VAULT 60" MIN. I.D.
G. AIR RELEASE VALVE w/GOOSENECK PER AIR RELEASE VALVES FOR WATER SPL WW-367 OR AIR

RELEASE/VACUUM RELIEF VALVES FOR POTABLE WATER SPL WW-462A OR AIR RELEASE/VACUUM
RELIEF VALVES FOR RECLAIMED WATER SPL WW-462B OR AIR RELEASE/AIR VACUUM VALVE FOR
WASTEWATER SPL WW-462B.

H. REINFORCED PRECAST CONCRETE LID (AASHTO H-20 LOADING).
I. COA FRAME AND 32" COVER WITH LETTERING MODIFIED FOR WATER.
J. BOLTED CAST COUPLING (SMITH-BLAIR 441 OMNI CAST COUPLING OR APPROVED EQUAL).
K. AIR VENT PIPE, 3" PIPE - GALVANIZED IRON, 4" AND LARGER PIPE - DI ONLY.
L. 1

4" x1" GALVANIZE STRAPS DRILLED TO 4" DI PIPE FILLED w/CONCRETE (SEE NOTE 7).
M. RETURN BEND (FLG x FLG).
N. No. 16 MESH BRASS CLOTH
O. COMPANION FLANGE (SEE NOTE 5).
P. 4' MIN. - UNDEVELOPED AREAS.

3'' OR LARGER AIR/VACUUM VALVE INSTALLATION - TYPE II

SLOPE PIPE
UPWARD TOWARD

AIR VALVE

PIPE BEDDING
ENVELOPE

1' MIN. PEA GRAVEL

CLASS A CONCRETE, SPEC 403,
BLOCKING AND SUPPORT

WATER VALVE BOX
SEE STD. DETAIL
511-AW-01

MAIN
SEE NOTE 9 ON
SHEET 3 OF 3

SIDEWALK

R
.O

.W
.

CURB &
GUTTER

2 - #4 REBAR - 2" CLEAR

STEEL/CSC MAINDI MAIN

CONC. VALVE
SUPPORT

2' TYP.

1'

P

M

L

E

J

K

1'1'

4" DI PIPE FILLED
w/CONC. SET IN
1'x1' CONC. BLOCK

1'1'

5'
 M

IN
.

N

O

B

C

D

E
F

G

H I

PER PLAN DIMENSION

D

C

D

C

B
ISOLATION KIT
FLG OUTLET
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NOTES:

1. ON 10'' AND LARGER TWO PIECE COMBINATION AIR VALVES, THE OUTLET PIPING OF THE SMALL
VALVE SHALL  BE VENTED WITHIN THE VAULT INTO THE LARGER VENT PIPE

2. AIR VENT PIPE 6" AND LARGER SHALL BE DI (CLASS 350 MIN.)  PIPE FLANGE FITTINGS AND
EXTERIOR SURFACES OF ALL EXPOSED PIPE SHALL BE PAINTED PER SPL WW-3C.  POTABLE
WATER PIPE SHALL BE PAINTED SAFETY BLUE.  SURFACE PREPARATION SHALL BE PER PAINT
MANUFACTURER'S REQUIREMENTS.

3. ENTIRE AIR VENT ASSEMBLY SHALL BE LOCATED WITHIN EASEMENT OR R.O.W.

4. CONCRETE PIPE PENETRATIONS SHALL BE CORE BIT DRILLED.  VOID SHALL BE SEALED
w/LINKSEAL LS 300 OR APPROVED EQUAL.

5. CROSS SECTIONAL AREA OF OPENING TO BE EQUAL TO OR GREATER THAN CROSS SECTIONAL
AREA OF AIR VENT PIPE.

6. AIR/VACUUM VALVE SHALL BE INSTALLED IN A MANNER WHICH WILL ALLOW REMOVAL OF
ASSEMBLY WITHOUT REMOVAL OF PRECAST CONCRETE LID.

7. IN UNDEVELOPED AREAS, THE AIR VENT PIPE SHALL BE 4' MIN. IN HEIGHT SUPPORTED BY A 4"
DIA. DI PIPE WHICH HAS BEEN FILLED WITH CONCRETE (SUPPORT PIPE SHALL BE 6' LONG, BURIED
IN CLASS A CONCRETE OR CLSM 3' BELOW FINAL GRADE AND EXTENDING 3' ABOVE FINAL
GRADE).  INSTALL ONE DELINEATOR STAKE WITHIN 3' OF THE VAULT ON THE VEHICULAR ACCESS
SIDE OF VAULT OR AS DIRECTED BY AUSTIN WATER.  DELINEATOR SHALL BE BLUE FOR POTABLE
WATER AND SHALL EXTEND AT LEAST 60" ABOVE GROUND.  DELINEATORS SHALL HAVE 2" WIDE,
WHITE IN COLOR, TYPE I REFLECTIVE TAPE MOUNTED DIAGONALLY AT 12" SPACING ON BOTH
SIDES.  IN DEVELOPED AREAS, THE AIR VENT PIPE SHALL BE LOCATED NOT TO CONFLICT WITH
SIDEWALK, DRIVEWAY, OR OTHER PEDESTRIAN TRAFFIC.

8. GATE VALVE, PIPE, AND FITTINGS FROM MAIN TO ARV SHALL BE OF EQUAL DIAMETER AS THE AIR
VALVE EXCEPT 3" ARV SHALL HAVE 4" FITTINGS AND A 4"x3" REDUCER AT THE ARV, AND ALL PIPE
AND FITTINGS ON THE OUTLET SIDE OF THE ARV SHALL BE EQUAL TO THE SIZE OF THE OUTLET
OF THE ARV.  VAULTS SHALL BE 5' DIAMETER FOR 3" VALVE; 6' DIAMETER FOR 4", 6", AND 8"
VALVES; AND 7' DIAMETER FOR 10" AND 12" VALVES.

9. FOR 24" AND LARGER MAINS, AN 18" OUTLET WITH BLIND FLANGE SHALL BE INSTALLED AT
CONNECTION OF ARV.

A

2' TYP.

1'

4" DI PIPE FILLED w/CONC.
SET IN 1'x1' CONC. BLOCK

1'

3'' OR LARGER AIR/VACUUM VALVE INSTALLATION - TYPE II

1
4" x1" GALVANIZE

STRAPS DRILLED
TO 4" DI PIPE FILLED
WITH CONCRETE

RECLAIMED WATER: ALL RECLAIMED PVC PIPE SHALL BE MANUFACTURED PURPLE PIPE. HDPE PIPE
SHALL BE MANUFACTURED WITH PURPLE STRIPES.  ALL OTHER PIPE AND APPURTENANCES SHALL BE
MANUFACTURED PURPLE IF AVAILABLE.  ALL PIPE AND FITTINGS THAT ARE NOT AVAILABLE FROM THE
MANUFACTURER IN PURPLE SHALL BE PAINTED PURPLE PER SPL WW-3C.  ALL BURIED DI AND CI PIPE
AND FITTINGS SHALL ALSO BE WRAPPED IN PURPLE POLYETHYLENE PER SPL WW-27D.  ALL COVERS
SHALL HAVE "RECLAIMED WATER" CAST INTO THEM.

RECLAIMED WATER: ALL RECLAIMED PVC PIPE SHALL BE MANUFACTURED PURPLE PIPE. HDPE PIPE
SHALL BE MANUFACTURED WITH PURPLE STRIPES.  ALL OTHER PIPE AND APPURTENANCES SHALL BE
MANUFACTURED PURPLE IF AVAILABLE.  ALL PIPE AND FITTINGS THAT ARE NOT AVAILABLE FROM THE
MANUFACTURER IN PURPLE SHALL BE PAINTED PURPLE PER SPL WW-3C.  ALL BURIED DI AND CI PIPE
AND FITTINGS SHALL ALSO BE WRAPPED IN PURPLE POLYETHYLENE PER SPL WW-27D.  ALL COVERS
SHALL HAVE "RECLAIMED WATER" CAST INTO THEM.

3" - 8" CLEARANCE

MAIN
SEE NOTE 9 ON
SHEET 3 OF 3
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NOTES:
1. WELD SOCKET 21

2'' x 2'' DEEP TO 1'' SCH. 40 CARBON STEEL ROUND STEM EXTENSION, FITTED ON
OPERATING NUT, [SCH. 80 FOR LENGTHS OVER 10'.]

2. VALVE CASTING SHALL BE 6" DI PIPE WITH BELL OR COLLAR CENTERED OVER VALVE BOOT.
3. NUT AT TOP OF VALVE EXTENSION ROD SHALL BE SQUARE 2'' LONG WELDED TO TOP OF ROD.
4. VALVE STEM EXTENSIONS ARE REQUIRED ON ALL VALVES THAT EXCEED 3' DEEP FROM FINISHED

GRADE.  VALVE EXTENSIONS SHALL BE PLACED SUCH THAT THE EXTENSION NUT IS BETWEEN 12"
AND 18" FROM FINISHED GRADE.

HORIZONTAL VALVE

UNDISTURBED SOIL
OR COMPACTED

NATURAL GROUND

CONCRETE CRADLE.
MIN. 2000 P.S.I., CLASS B
PER STD. SPEC. 403S
OR BETTER.*

VALVE STEM
EXTENSION

C5 VALVE BOOT

VALVE CASTING

C6 PAVING FRAME

ONLY TO BE USED WHEN
CALLED OUT ON THE DRAWINGS.

12
"

MIN. 14 - MAX. 12
OF PIPE O.D.

12
"

CITY OF AUSTIN
AUSTIN WATER

ADOPTED

STANDARD NO.

TYPICAL GATE VALVE 4" - 16"

511-AW-01
2 OF 4

NOTES:

1. MATERIAL SHALL BE GRAY CAST IRON, ASTM A48, GRADE 30B.
2. THE MANUFACTURER'S IDENTIFICATION AND CASTING NUMBER,

AND THE COUNTRY WHERE CAST, SHALL BE DISTINCTLY CAST
ONTO EACH LID, FRAME, COLLAR AND BASE.

3. DRAFT AND SHRINKAGE ALLOWANCE SHALL BE IN ACCORDANCE
WITH NORMAL FOUNDRY PRACTICE.

4. CASTING FINISH BY MANUFACTURER SHALL INCLUDE REMOVAL OF
FINS AND FLASHING, AND PAINT WITH BLACK ASPHALT COATING.
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9" TYP.

18" TYP.

3" CLEAR
CONCRETE PAD

OPTIONAL PAVED
AREAS BACKFILL

SEE NOTE 4

12" VALVE RISER COLLAR
SEE NOTE 2

EX
IS

T.
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EXIST. HMAC
OR  GROUND

SAW CUT PAVED
SURFACES ALL

AROUND

#5 BARS @
MID-DEPTH

3'x3' MIN. CONC. PAVEMENT PATCH
ITEM 403S CLASS "A" CONCRETE

C-6 PAVING FRAME
C-7 LID

PROPOSED
HMAC DEPTH

SEE NOTE 10
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9"
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SEE NOTE 8

SECTION A - A

FULL DEPTH CONCRETE
& UNPAVED AREAS

CONCRETE & H.M.A.C.

℄

VERTICAL VALVE

 C7 LID PAVED

W W
A

TOP VIEW

C7 LID*
(IN PAVEMENT)

1"
1 14"

Ø 6"

Ø 8 12"

7
8"

Ø 7 18"
Ø 7 3 4"

C5 VALVE BOOT
WEIGHTS:

C7 LID: 13 LBS
RECLAIMED LID: 15 LBS
C6 FRAME: 23 LBS
RECLAIMED FRAME: 33 LBS
C5 BASE: 78 LBS

1
2"

5 12"

1
2"

1
2"

4 15
16

"
4"

3
16"

20"
3 12"

SEE
NOTE 4

Ø 6"

C6 PAVING FRAME
(PAVEMENT ONLY) RECLAIMED FRAME

Ø 8"

Ø 9 12"

Ø 8 12"

1
2"

1
2"

1
2"

Ø 7 7 8"
Ø 7 14"

11"

Ø 11 12"

3
8"

Ø 6"
Ø 7 3 8"

Ø 8"

5"

1
2"

1"

RECLAIMED LID

TOP VIEW

Ø 7 18"

Ø 8 12"

Ø 7 12"

2 12"

3
4"

4"
7" 8 1 4"

2"

12
"

1"

1" R (TYP.)

* LETTERING SHALL BE 1 12"
2 PICK BAR SLOTS REQUIRED

10"

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE

USE OF THIS STANDARD.

* 16"x16"x4" MIN. CONCRETE
BLOCK MAY BE USED FOR
VALVES SMALLER THAN 12".
VALVE TO SIT ON TOP OF
BLOCK

            3" - 5"
CLEARANCE

            3" - 5"
CLEARANCE

SUB-GRADE/
TRENCH BACKFILL

SEE NOTE 1

RECLAIMED WATER: ALL RECLAIMED PVC PIPE SHALL BE MANUFACTURED PURPLE PIPE. HDPE PIPE
SHALL BE MANUFACTURED WITH PURPLE STRIPES.  ALL OTHER PIPE AND APPURTENANCES SHALL BE
MANUFACTURED PURPLE IF AVAILABLE.  ALL PIPE AND FITTINGS THAT ARE NOT AVAILABLE FROM THE
MANUFACTURER IN PURPLE SHALL BE PAINTED PURPLE PER SPL WW-3C.  ALL BURIED DI AND CI PIPE
AND FITTINGS SHALL ALSO BE WRAPPED IN PURPLE POLYETHYLENE PER SPL WW-27D.  ALL COVERS
SHALL HAVE "RECLAIMED WATER" CAST INTO THEM.

Ø 7 3 8"

6 14" SQ

7 3 8" SQ
8 3 8" SQ
9 7 8" SQ

10
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TOP VIEW
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A - A

B - B

6 14"
2 12"

7 14" SQ

2 
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1
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2"

1"
1

2"
1 18"

1
2" - 2"

1
2" - 18"

BOTTOM OF SUB-GRADE

NOTES:

1. SUB-GRADE/TRENCH BACKFILL SHALL BE COMPACTED AS
PER ITEM 201S, SUB-GRADE PREPARATION.

2. TO ADJUST VALVE CASTINGS TO FINAL GRADE, REMOVE
RISER PIPE BELOW SUB-GRADE AND INSTALL
APPROPRIATE LENGTH OF NEW RISER PIPE TO ACHIEVE
FINAL GRADE.  CONNECT THE TWO PIECES OF RISER PIPE
WITH A 6" COLLAR MIN. 12" LENGTH APPROXIMATELY
CENTERED ON THE JOINT WITH THE TOP OF SLEEVE
LOCATED 12" - 18" BELOW SUB-GRADE.  THE INSIDE "LIP" OF
COLLAR TO BE PAINTED WITH FLUORESCENT WHITE PAINT
OR COVERED WITH FLUORESCENT WHITE TAPE.
ALTERNATE: FOR OPTIONAL SINGLE PIECE RISER
INSTALLATION SEE SHEET 4 OF 4.

3. CLEAN VALVE BOX OF ALL DEBRIS DOWN TO THE NUT OF
THE VALVE; NUT SHALL OPERATE WITH NO OBSTRUCTION.

4. WHERE CASTINGS TO BE REMOVED REQUIRE EXCAVATION
GREATER THAN 20" DEEP, CONTRACTOR MAY ELECT TO
FILL EXCAVATION WITH CONTROLLED LOW STRENGTH
MATERIAL (SPEC. ITEM 402S) TO THE UNDERSIDE OF THE
CONCRETE.  PAVEMENT PATCH IN LIEU OF COMPACTED
BACKFILL.

5. REINFORCING STEEL SHALL MEET SPEC. ITEM 406S.7.
6. NO MORE THAN 2 SECTIONS OF PIPE SHALL BE USED

FROM VALVE TO FINAL GRADE.
7. BELL AND SPIGOT IS ACCEPTABLE FOR DEPTH OVER 18'.

NOTES (CON'T):

8. PAVING FRAME SHALL BE FLUSH WITH THE CONC. PAD AND PLACED 1
2" - 2" ABOVE RISER PIPE

(FRAME SHALL NOT REST ON RISER.)
9. IN UNPAVED AREAS, INSTALL ONE DELINEATOR STAKE IMMEDIATELY ADJACENT TO THE EDGE OF

THE CONCRETE PAD.  DELINEATOR SHALL BE BLUE FOR POTABLE WATER AND PURPLE FOR
RECLAIMED WATER AND SHALL EXTEND AT LEAST 60" ABOVE GROUND.  DELINEATORS SHALL
HAVE 2" WIDE, WHITE IN COLOR, TYPE I REFLECTIVE TAPE MOUNTED DIAGONALLY AT 12"
SPACING ON BOTH SIDES.

10. VALVE SHALL TYPICALLY BE CENTERED IN CONCRETE DIAMOND BUT MAY BE OFFSET WITH A MIN.
OF 12" FROM CENTER OF VALVE LID TO EDGE OF CONCRETE IN ALL DIRECTIONS.

11. MIN. TOTAL DEPTH OF ASPHALT PLUS CONC. IS 9" AND MIN. DEPTH OF CONC. PAD  SHALL BE 5"
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OPTIONAL ONE PIECE VALVE CASTING INSTALLATION

TEMP. GRADE

PLUG/COVER TO
PROHIBIT DEBRIS
FROM ENTERING

8" DR 18 PVC
PIPE

C5 VALVE
BOOT

FINAL GRADE

C5 VALVE
BOOT

STEP 1 TEMP. GRADE

C5 VALVE BOOT

STEP 2A - RAISE TO FINAL GRADE

TEMP. GRADE

CONC. PAD

FRAME & LID

REMOVE PVC PLUG/COVER
& INSERT NEW ONE PIECE

RISER INSIDE PVC PIPE
AND SEAT IN VALVE BOOT

STEP 2B - LOWER TO FINAL GRADE

FRAME & LID

CONC. PAD

FINAL GRADE

CUT & REMOVE PVC PIPE
TO BELOW CONC. PAD

CUT & REMOVE PVC PIPE
AND PLUG/COVER AND
INSERT NEW ONE PIECE
RISER INSIDE PVC PIPE
AND SEAT IN VALVE BOOT

8" DR 18 PVC PIPE
TO REMAIN IN

PLACE

12" VALVE RISER COLLAR

COLLAR *TOP VIEW

Ø 6"

Ø 6"

Ø 8 18"

1
2"

1
2"

1
2"

Ø 7 18"

* 12"  COLLAR: 39 LBS

8" DR 18 PVC PIPE
TO REMAIN IN

PLACE

53 4"
53 4"

A
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450mm
(18")min.

A

TYPICAL PRECAST BASE

506S-10

INSTALL STANDARD CITY OF
AUSTIN RING AND 800 mm (32'')
COVER, VARIES SEE STD.
DETAIL 506-4 OR 506-4A AS
APPLICABLE

1.20m (48'')
INSIDE DIAMETER

PRECAST SECTION
SPL WW-146

PRECAST BASE WITH
STEEL REINFORCEMENT
PER ASTM C-478
AND SPL WW-146

''U'' SHAPED
INVERT
PER SPEC 506.4
AND SPL WW-146NOTE:

1. THE MANHOLE BASE SHALL BE BEDDED ON 150 mm (6'') COARSE AGGREGATE.  THE
   CONTRACTOR SHALL LEVEL AND PLUMB THE BASE PRIOR TO SETTING THE PRECAST
   MANHOLE RISER SECTIONS ON THE PRECAST CONCRETE BASE.
2. MH FOUNDATION SHALL MEET OR EXCEED STD. SPEC. 506.5B.

WASTEWATER MANHOLE
ON PRECAST BASE

CITY OF AUSTIN

STANDARD NO.
THE ARCHITECT/ENGINEER ASSUMES

RESPONSIBILITY FOR APPROPRIATE USE
OF THIS STANDARD

AUSTIN WATER UTILITY

150 mm (6'') MIN.
COARSE AGGREGATE

LAYER TO EXTEND MIN.
300 mm (12") ALL

AROUND M.H.

1:12 (8%)
SLOPE

863mm (34")
±12.5mm (1/2")

12" 12"
A

PIPE TO M.H.
CONNECTOR

SPL WW-146D

PIPE TO M.H.
CONNECTOR
SPL WW-146D

FOUNDATION

MANHOLE SECTION
JOINTS PER STD. NO.

506-13 (TYP.) MH GASKETS
PER SPL WW-146C (TYP.)

RECORD COPY SIGNED BY
KATHI L FLOWERS 08/31/2011

A

A

INSTALLATION OF STANDARD
CITY OF AUSTIN RING AND
800 mm (32'') COVER VARIES
SEE STD. DETAIL 506S-4 &
506S-4A

MANHOLE SECTION
JOINTS PER STD. NO.
506S-12 OR 506S-13
(TYP.) MH GASKETS
PER SPL WW-146C
(TYP.)

PRECAST SECTION
SPL WW-146 (TYP.)

''U'' SHAPED
INVERT
PER SPEC 506.4
AND SPL WW-146

CITY OF AUSTIN

STANDARD NO.
THE ARCHITECT/ENGINEER ASSUMES
RESPONSIBILITY FOR APPROPRIATE USE
OF THIS STANDARD.

AUSTIN WATER UTILITY

506S-6

WATER TIGHT WASTEWATER MANHOLE
ON PRECAST BASE

1.20m (48'')
   INSIDE   DIAMETER

PRECAST BASE WITH
STEEL REINFORCEMENT
PER ASTM C-478

1:12  (8%) SLOPE

JOINT WRAP PER
SPL WW-146A (TYP.)

150 mm (6") MIN.
COARSE AGGREGATE
TO EXTEND MIN.
300mm (12") ALL
AROUND M.H.

NOTE:
1. THE MANHOLE BASE SHALL BE BEDDED ON 150 mm (6") COARSE AGGREGATE. THE
   CONTRACTOR SHALL LEVEL AND PLUMB THE BASE PRIOR TO SETTING THE PRECAST
   MANHOLE RISER SECTIONS ON THE PRECAST CONCRETE BASE.
2. MANHOLE FOUNDATION SHALL MEET OR EXCEED SPEC. 506.5B.

SPL WW-146D
FOR PIPE TO MH
CONNECTOR

SPL WW-146D
FOR PIPE TO MH
CONNECTOR

FOUNDATION

TYPICAL PRECAST BASE

450 mm (18") TYP.
PER JOINT

863mm ±12.5MM
34-1/2" ±1/2"

450mm
(18") MIN.

RECORD COPY SIGNED BY
KATHI L FLOWERS 08/31/2011
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